








(fluid capacities and tire pressures)

(seat belts, SRS, and child protection)

(main controls)

(indicators, gauges, multi-information display, dashboard, and steering column)

(fuel, vehicle break-in, and cargo loading)

(engine and transmission operation)

(minder, fluid checking, minor services, and vehicle storage)

(vehicle specifications, tires, and emissions controls)

(warranty and contact information)

(how to order)

(flat tire, jump starting, overheating, and fuses)

( )climate control, audio, steering wheel, security, cruise control, HomeLink , and other convenience items

Contents

................................................................................................................................................Index . I

Service Information Summary

............................................................Driver and Passenger Safety . 5

...............................................................................................Your Vehicle at a Glance . 3

.......Instruments and Controls . 59

.......................................................................Before Driving . 247

.........................................................................................Driving . 267

.................................................Maintenance . 311

..............................................Technical Information . 385

..................Warranty and Customer Relations (U.S. and Canada only) . 403

..................................................................................Authorized Manuals (U.S. only) . 407

........................................Taking Care of the Unexpected . 359

..............Features . 145

1

09/07/18 13:56:35 31SJC640_006

Owner's Identification Form

00X31-SJC-6401 
© 2009 American Honda Motor Co., Inc. - All Rights Reserved

2010 Ridgeline Online Reference Owner's Manual

2010 Ridgeline



How to operate the heating and air
conditioning system, the audio
system, and other convenience
features.

A convenient reference to the
sections in this manual.

A quick reference to the main
controls in your vehicle.

Explains the purpose of each
instrument panel indicator and gauge,
and how to use the controls on the
dashboard and steering column.

The proper way to start the engine,
shift the transmission, and park; plus
what you need to know if you’re
planning to tow a trailer.

ID numbers, dimensions, capacities,
and technical information.

How to order manuals and other
technical literature.

A summary of the information you
need when you pull up to the fuel
pump.

The maintenance minder shows you
when you need to take your vehicle
to the dealer for maintenance service.
There is also a list of things to check
and instructions on how to check
them.

A summary of the warranties
covering your new vehicle, and how
to contact us for any reason. Refer to
your warranty manual for detailed
information.

This section covers several problems
motorists sometimes experience,
and details how to handle them.

Important information about the
proper use and care of your vehicle’s
seat belts, an overview of the
supplemental restraint system, and
valuable information on how to
protect children with child restraints.

What gasoline to use, how to break-
in your new vehicle, and how to load
luggage and other cargo.

Contents

Your Vehicle at a Glance

Driver and Passenger Safety

Instruments and Controls

Features

Before Driving

Driving

Maintenance

Technical Information

Warranty and Customer
Relations
(U.S. and Canada only)

Authorized Manuals
(U.S. only)

Index

Service Information Summary
Taking Care of the Unexpected

Overview of Contents

2

09/07/18 13:56:57 31SJC640_007

2010 Ridgeline







－

This section gives you important
information about how to protect
yourself and your passengers. It
shows you how to use seat belts. It
explains how your airbags work. And
it tells you how to properly restrain
infants and children in your vehicle.

.........Important Safety Precautions . 6
.......Your Vehicle’s Safety Features . 7
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.........Protecting Adults and Teens . 11
.....1. Close and Lock the Doors . 11
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－You’ll find many safety
recommendations throughout this
section, and throughout this manual.
The recommendations on this page
are the ones we consider to be the
most important.

A seat belt is your best protection in
all types of collisions. Airbags are
designed to supplement seat belts,
not replace them. So even though
your vehicle is equipped with airbags,
make sure you and your passengers
always wear your seat belts, and
wear them properly (see page ).

Children age 12 and under should
ride properly restrained in a back
seat, not the front seat. Infants and
small children should be restrained
in a child seat. Larger children
should use a booster seat and a lap/
shoulder belt until they can use the
belt properly without a booster seat

(see pages ).

While airbags can save lives, they
can cause serious or fatal injuries to
occupants who sit too close to them,
or are not properly restrained.
Infants, young children, and short
adults are at the greatest risk. Be
sure to follow all instructions and
warnings in this manual.

Alcohol and driving don’t mix. Even
one drink can reduce your ability to
respond to changing conditions, and
your reaction time gets worse with
every additional drink. So don’t drink
and drive, and don’t let your friends
drink and drive, either.

Engaging in mobile phone
conversation or other activities that
keep you from paying close attention

to the road, other vehicles and
pedestrians could lead to a crash.
Remember, situations can change
quickly, and only you can decide
when it is safe to divert attention
away from driving.

Having a tire blowout or a
mechanical failure can be extremely
hazardous. To reduce the possibility
of such problems, check your tire
pressures and condition frequently,
and perform all regularly scheduled
maintenance (see page ).

Excessive speed is a major factor in
crash injuries and deaths. Generally,
the higher the speed, the greater the
risk, but serious injuries can also
occur at lower speeds. Never drive
faster than is safe for current
conditions, regardless of the
maximum speed posted.16

34 54

348

Always Wear Your Seat Belt

Restrain All Children

Be Aware of Airbag Hazards

Don’t Drink and Drive

Pay Appropriate Attention to the
Task of Driving Safely

Keep Your Vehicle in Safe
Condition

Control Your Speed

Important Safety Precautions
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Your vehicle is equipped with many
features that work together to
protect you and your passengers
during a crash.

Some features do not require any
action on your part. These include a
strong steel framework that forms a
safety cage around the passenger
compartment, front and rear crush
zones, a collapsible steering column,
and tensioners that tighten the front
seat belts in a crash.

However, you and your passengers
can’t take full advantage of these
features unless you remain sitting in
the correct position and

. In fact, some safety
features can contribute to injuries if
they are not used properly.

The following pages explain how you
can take an active role in protecting
yourself and your passengers.

Your Vehicle’s Safety Features

always wear
your seat belts

D
river

and
P

assenger
Safety
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(7) (9) (1)

(2)(6)

(10)

(8)(5)

(2)

(11)(4)(3)(10)

(6) Seat Belts
(7) Front Airbags
(8) Front Seat Belt Tensioners
(9) Door Locks
(10) Side Airbags
(11) Side Curtain Airbags

(1) Safety Cage
(2) Crush Zones
(3) Seats and Seat-Backs
(4) Head Restraints
(5) Collapsible Steering Column
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－See pages for important
guidelines on how to properly
protect infants, small children, and
larger children who ride in your
vehicle.

The following pages provide
instructions on how to properly
protect the driver, adult passengers,
and teenage children who are large
enough and mature enough to drive
or ride in the front.

After everyone has entered the
vehicle, be sure the doors are closed
and locked. Before driving, be sure
the tailgate is also closed.

Your vehicle has a door and
tailgate open indicator on

the instrument panel to indicate
when any door or the tailgate is not
tightly closed.

Your vehicle also has an
In-Bed Trunk open

indicator to show when the In-Bed
Trunk lid is not tightly closed (see
page ).

Your vehicle also has a tailgate, In-
Bed Trunk, and door open indicator
on the multi-information display to
indicate when the tailgate, the In-
Bed Trunk, or a specific door is not
tightly closed. You will see the
appropriate indicator(s) and
message(s) for each condition.

You will also hear a beep when you
turn the ignition switch to the ON
(II) position, and each time you open
any door, the tailgate, or the In-Bed
Trunk with the key in the ON (II)
position.

Your vehicle also has a
tailgate and door open

indicator on the information display
to indicate when the tailgate or a
specific door is not tightly closed.
You will see the appropriate
indicator(s) for each condition.

34

75

54

CONTINUED

On models with navigation system

On models without navigation system

Protecting Adults and Teens

Introduction

Close and Lock the Doors1.
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Safety
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When one or more doors are open,
the ‘‘DOOR OPEN’’ message will
come on.

When the In-Bed Trunk is not tightly
closed, the ‘‘TRUNK OPEN’’
message will come on.

When the tailgate is not tightly
closed, the ‘‘TAILGATE OPEN’’
message will come on.

Protecting Adults and Teens

12
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Adjust the driver’s head restraint so
the center of the back of your head
rests against the center of the
restraint.

Reclining a seat-back so that the
shoulder part of the belt no longer
rests against the occupant’s chest
reduces the protective capability of
the belt. It also increases the chance
of sliding under the belt in a crash
and being seriously injured. The
farther a seat-back is reclined, the
greater the risk of injury.

When a passenger is seated in the
rear center seating position, make
sure the center head restraint is
adjusted to its highest position.

Properly adjusted head restraints
will help protect occupants from
whiplash and other crash injuries.Have passengers adjust their head

restraints properly as well. Taller
persons should adjust their restraint
as high as possible.

See page for how to adjust the
manual adjustable seat-back, and
page for the power adjustable
seat-back.

See page for how to adjust the
head restraints and how the driver’s
and front passenger’s active head
restraints work.

120

121

123

Protecting Adults and Teens

Adjust the Head Restraints4.
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Safety
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Reclining the seat-back too far
can result in serious injury or
death in a crash.

Adjust the seat-back to an
upright position, and sit well
back in the seat.

Improperly positioning head
restraints reduces their
effectiveness and you can be
seriously injured in a crash.

Make sure head restraints are
in place and positioned properly
before driving.
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CONTINUED

This could cause
very serious injuries in a crash.

See page for additional
information about your seat belts
and how to take care of them.

The front seats have adjustable seat
belt anchors. To adjust the height of
an anchor, squeeze the two release
buttons, and slide the anchor up or
down as needed (it has four
positions).

If a seat belt does not seem to work
as it should, it may not protect the
occupant in a crash.

After all occupants have adjusted
their seats and head restraints, and
put on their seat belts, it is very
important that they continue to sit
upright, well back in their seats, with
their feet on the floor, until the
vehicle is safely parked and the
engine is off.

Using a seat
belt that is not working properly can
result in serious injury or death.
Have your dealer check the belt as
soon as possible.

Sitting improperly can increase the
chance of injury during a crash. For
example, if an occupant slouches,
lies down, turns sideways, sits
forward, leans forward or sideways,
or puts one or both feet up, the
chance of injury during a crash is
greatly increased.

20

Protecting Adults and Teens

Never place the shoulder portion of a
lap/shoulder belt under your arm or
behind your back.

No one should sit in a seat with an
inoperative seat belt.

Maintain a Proper Sitting
Position

6.
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RELEASE
BUTTONS
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Your seat belt system includes lap/
shoulder belts in all seating positions.
The front seat belts are also
equipped with automatic seat belt
tensioners.

This system uses the same sensors
as the front airbags to monitor
whether the front seat belts are
latched or unlatched, and how much
weight is on the front passenger’s
seat (see pages and ).

If the indicator comes on or the
beeper sounds when the driver’s seat
belt is latched and there is no front
seat passenger and no items on the
front seat, something may be
interfering with the monitoring
system. Look for and remove:

Any items under the front
passenger’s seat.

Any object(s) hanging on the seat
or in the seat-back pocket.

Any object on the floor that is
touching the rear of the seat-back.

If no obstructions are found, have
your vehicle checked by a dealer.

The seat belt system
includes an indicator on the

instrument panel and a beeper to
remind you and your passengers to
fasten your seat belts.

This system monitors the front seat
belts. If you turn the ignition switch
to the ON (II) position before your
seat belt is fastened, the beeper will
sound and the indicator will flash. If
your seat belt is not fastened before

the beeper stops, the indicator will
stop flashing but remain on.

If a front passenger does not fasten
their seat belt, the indicator will
come on about 6 seconds after the
ignition switch is turned to the ON
(II) position.

If either the driver or a front
passenger does not fasten their seat
belt while driving, the beeper will
sound and the indicator will flash
again at regular intervals.

You will also see a ‘‘FASTEN SEAT
BELT’’ or ‘‘FASTEN PASSENGER
SEAT BELT’’ message on the multi-
information display (see page ).

When no one is sitting in the front
passenger’s seat, or a child or small
adult is riding there, the indicator
should not come on and the beeper
should not sound.

27 28

90

On models with navigation system

Additional Information About Your Seat Belts

Seat Belt System Components

20
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If a seat belt is worn during a crash,
it must be replaced by the dealer. A
belt that has been worn during a
crash may not provide the same level
of protection in a subsequent crash.

The dealer should also inspect the
anchors for damage and replace
them if needed. If the automatic seat
belt tensioners activate during a
crash, they must be replaced.

Pull each belt out fully, and look for
frays, cuts, burns, and wear. Check
that the latches work smoothly and
the belts retract easily. If a belt does
not retract easily, cleaning the belt
may correct the problem (see page

). Any belt that is not in good
condition or working properly will
not provide good protection and
should be replaced as soon as
possible.

For safety, you should check the
condition of your seat belts regularly.

The tensioners are designed to
activate in any collision severe
enough to cause the front airbags to
deploy, or if a sensor detects your
vehicle is about to roll over (see page

).

The tensioners can also be activated
during a collision in which the front
airbags . In this case, the
airbags would not be needed, but the
extra tension in the seat belt could
be helpful.

Honda provides a limited warranty
on seat belts. See your

booklet for
details.

If a side curtain airbag deploys
during a side impact, the tensioner
on that side of the vehicle will also
deploy.

When the tensioners are activated,
the seat belts will remain tight until
they are unbuckled.

30

344

do not deploy

Honda
Warranty Information

Seat Belt Maintenance

Additional Information About Your Seat Belts

22

Not checking or maintaining
seat belts can result in serious
injury or death if the seat belts
do not work properly when
needed.

Check your seat belts regularly
and have any problem
corrected as soon as possible.
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Hanging heavy items on the front
passenger seat, or placing heavy
items in the seat-back pocket.

Moving the front seat forcibly
back against cargo on the seat or
floor behind it.

A rear passenger pushing or
pulling on the back of the front
passenger’s seat.

When the passenger airbag gets
turned off by the weight sensors, a
‘‘passenger airbag off’’ indicator in
the center of the dashboard comes
on (see page ).

Be aware that objects placed on the
passenger’s seat can also cause the
airbag to be turned off.

If you ever have a moderate to
severe side impact, sensors will
detect rapid acceleration and signal
the control unit to instantly inflate
either the driver’s or the passenger’s
side airbag.

To ensure that the passenger’s
advanced front airbag system will
work properly,

This includes:

If the weight sensors detect there is
no passenger in the front seat, the
airbag is automatically turned off.
However, the passenger airbag off
indicator in this situation will not
come on.

Also, make sure the floor mat behind
the front passenger’s seat is hooked
to the floor mat anchor (see page

). If it is not, the mat may
interfere with the proper operation
of the sensors and operation of the
seat.

Back seat passengers should not
wedge objects or intentionally
force their feet under the front
passenger seat.

31

345

Additional Information About Your Airbags

How Your Side Airbags Work

do not do anything
that would increase or decrease the
weight on the front passenger’s seat.

28
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Only one airbag will deploy during a
side impact. If the impact is on the
passenger’s side, the passenger’s
side airbag will deploy even if there
is no passenger.

To get the best protection from the
side airbags, front seat occupants
should wear their seat belts and sit
upright and well back in their seats.

Your vehicle has a side airbag cutoff
system designed primarily to protect
a child riding in the front passenger’s
seat.

If the side airbag off indicator comes
on (see page ), have the
passenger sit upright. Once the
passenger is out of the airbag’s
deployment path, the system will
turn the airbag back on, and the
indicator will go out.

There will be some delay between
the moment the passenger moves
into or out of the airbag deployment
path and when the indicator comes
on or goes off.

A front seat passenger should not
use a cushion or another object as a
backrest. It may prevent the cutoff
system from working properly.

Although Honda does not encourage
children to ride in front, if the
position sensors detect a child has
leaned into the side airbag’s
deployment path, the airbag will shut
off.

Objects placed on the front
passenger seat can also cause the
side airbag to be shut off.

The side airbag may also shut off if a
short adult leans sideways, or a
larger adult slouches and leans
sideways into the airbag’s
deployment path.

31

Additional Information About Your Airbags

Side Airbag Cutoff System
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Safety
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If the impact is on the passenger’s
side, the passenger’s side curtain
airbag will inflate even if there are no
occupants on that side of the vehicle.

A rollover sensor monitors the
degree and rate your vehicle may roll
over and automatically deploy the
side curtain airbags and activate the
front seat belt tensioners (see page

).

In a rollover toward the front
passenger’s side of the vehicle, both
side curtain airbags will inflate and
the front seat belt tensioners will
activate even if there are no
occupants on that side of the vehicle.

To get the best protection from the
side curtain airbags, occupants
should wear their seat belts and sit
upright and well back in their seats.

The SRS indicator alerts
you to a potential problem

with your airbags or seat belt
tensioners.

When you turn the ignition switch to
the ON (II) position, this indicator
comes on for several seconds then
goes off. This tells you the system is
working properly.

If the indicator comes on at any
other time, or does not come on at all,
you should have the system checked
by your dealer. For example:

If the SRS indicator does not come
on after you turn the ignition
switch to the ON (II) position.

If the indicator comes on or
flashes on and off while you drive.

If the indicator stays on after the
engine starts.

In a moderate to severe side impact,
sensors will detect rapid acceleration
and signal the control unit to
instantly inflate the side curtain
airbag and activate the seat belt
tensioner on the driver’s or the
passenger’s side of the vehicle.

21

Additional Information About Your Airbags

How Your Side Curtain Airbags
Work

How the SRS Indicator Works

In a Side Impact

In a Rollover

30

SIDE CURTAIN AIRBAG
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This indicator alerts you that the
passenger’s front airbag has been
shut off because weight sensors
detect about 65 lbs (29 kg) or less
(the weight of an infant or small
child) on the front passenger’s seat.
It does there is a problem
with the airbag.

This indicator alerts you that the
passenger’s side airbag has been
automatically shut off. It does
mean there is a problem with your
side airbags.

When you turn the ignition switch to
the ON (II) position, the indicator
should come on for several seconds
and then go off (see page ). If it
doesn’t come on, stays on, or comes
on while driving without a passenger
in the front seat, have the system
checked.

You will also see a ‘‘CHECK
AIRBAG SYSTEM’’ message on the
multi-information display (see page

).

If you see any of these indications,
the airbags and seat belt tensioners
may not work properly when you
need them.

You will also see a ‘‘PASSENGER
SIDE AIRBAG OFF’’ message on the
multi-information display (see page

).

90

64

90

On models with navigation system

On models with navigation system

Additional Information About Your Airbags

How the Side Airbag Off
Indicator Works

How the Passenger Airbag Off
Indicator Works

not mean

not
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U.S. Canada

Canada

PASSENGER AIRBAG OFF INDICATOR

U.S.

Ignoring the SRS indicator can
result in serious injury or death
if the airbag systems or
tensioners do not work properly.

Have your vehicle checked by a
dealer as soon as possible if
the SRS indicator alerts you to
a possible problem.
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Your airbag systems are virtually
maintenance free, and there are no
parts you can safely service.
However, you must have your
vehicle serviced if:

Do not try to remove or replace
any airbag by yourself. This must
be done by an authorized dealer or
a knowledgeable body shop.

Any airbag
that has deployed must be
replaced along with the control
unit and other related parts. Any
seat belt tensioner that activates
must also be replaced.

Be aware that objects placed on the
front seat can cause the indicator to
come on.

If no weight is detected on the front
seat, the airbag will be automatically
shut off. However, the indicator will
not come on.

The passenger airbag off indicator
may come on and off repeatedly if
the total weight on the seat is near
the airbag cutoff threshold.

If an adult or teenage passenger is
riding in front, move the seat as far
to the rear as possible, and have the
passenger sit upright and wear the
seat belt properly.

If the indicator comes on with no
front seat passenger and no objects
on the seat, or with an adult riding
there, something may be interfering
with the weight sensors. Look for
and remove:

Any items under the front
passenger’s seat.

Take your vehicle to an
authorized dealer as soon as
possible. If you ignore this
indication, your airbags may not
operate properly.

Any object(s) touching the rear of
the seat-back.

If no obstructions are found, have
your vehicle checked by a dealer as
soon as possible.

Any object(s) hanging on the seat
or in the seat-back pocket.

Additional Information About Your Airbags

Airbag Service

An airbag ever inflates.

The SRS indicator alerts you to a
problem.

32
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During a crash, the
belt could press deep into the child
and cause serious or fatal injuries.

If they do, they
could be very seriously injured in a
crash.

Children who play in vehicles
can accidentally get trapped inside.
Teach your children not to play in
or around vehicles. Know how to
operate the emergency In-Bed
Trunk opener and decide if your
children should be shown how to
use this feature (see page ).

Opening or
closing the tailgate could cause
accidental injuries.

Even very young
children learn how to unlock
vehicle doors, turn on the ignition
switch, and open the windows,
which can lead to accidental injury
or death.

If you are not wearing a
seat belt in a crash, you could be
thrown forward and crush the
child against the dashboard or a
seat-back. If you are wearing a
seat belt, the child can be torn
from your arms and be seriously
hurt or killed.

If a child wraps a loose

seat belt around their neck, they
can be seriously or fatally injured.
(See pages and for how to
activate and deactivate the
lockable retractor.)

Leaving children without
adult supervision is illegal in most
states, Canadian provinces and
territories, and can be very
hazardous.

This can prevent
children from accidentally falling
out (see page ).

For example, infants and small
children left in a vehicle on a hot
day can die from heatstroke. A
child left alone with the key in the
ignition switch can accidentally set
the vehicle in motion, possibly
injuring themselves or others.

46 47

104
117

Additional Safety Precautions

Protecting Children General Guidelines

Never put a seat belt over yourself
and a child.

Never let two children use the
same seat belt.

Lock all doors and the In-Bed
Trunk when your vehicle is not in
use.

Teach your children not to play on
the pickup bed.

Keep vehicle keys/remote
transmitters out of the reach of
children.

Never hold an infant or child on
your lap.

Make sure any unused seat belt
that a child can reach is buckled,
the lockable retractor is activated,
and the belt is fully retracted and
locked.

Do not leave children alone in a
vehicle.

Use the childproof door locks to
prevent children from opening the
rear doors.

38
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An infant must be properly
restrained in a rear-facing, reclining
child seat until the child reaches the
seat maker’s weight or height limit
for the seat, and the child is at least
one year old.

Only a rear-facing child seat provides
proper support for a baby’s head,
neck, and back.

Two types of seats may be used: a
seat designed exclusively for infants,
or a convertible seat used in the rear-
facing, reclining mode.

If placed
facing forward, an infant could be
very seriously injured during a
frontal collision.

A rear-facing child seat can be placed
in any seating position in the back
seat, but not in the front.

If the passenger’s front airbag
inflates, it can hit the back of the
child seat with enough force to kill or
seriously injure an infant.

When properly installed, a rear-
facing child seat may prevent the
driver or a front passenger from
moving their seat as far back as
recommended, or from locking their
seat-back in the desired position.

It could also interfere with proper
operation of the passenger’s
advanced front airbag system.

Protecting Infants

Child Seat Type

Do not put a rear-facing child seat in
a forward-facing position.

Never put a
rear-facing child seat in the front
seat.

Rear-facing Child Seat Placement

Protecting Infants and Small Children
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In any of these situations, we
strongly recommend that you install
the child seat directly behind the
front passenger’s seat, move the seat
as far forward as needed, and leave it
unoccupied. Or, you may wish to get
a smaller rear-facing child seat.

Many states, Canadian provinces and
territories allow a child one year of
age or older who also meets the
minimum size and weight
requirements to transition from a
rear-facing child seat to a forward
facing seat. Know the requirements
where you are driving and follow the
child seat instructions. Many experts
recommend use of a rear-facing seat
up to age two, if the child’s height

and weight are appropriate for a
rear-facing seat.

If the vehicle seat is too
far forward, or the child’s head is
thrown forward during a collision, an
inflating airbag can strike the child
with enough force to cause very
serious or fatal injuries.

We strongly recommend placing a
forward-facing child seat in a back
seat, not the front.

We also recommend that a small
child use the child seat until the child
reaches the weight or height limit
for the seat.

Of the different seats available, we
recommend those that have a five-
point harness system as shown.

Protecting Infants and Small Children

Protecting Small Children

Child Seat Type

Placing a forward-facing child seat in
the front seat of a vehicle equipped
with a passenger’s airbag can be
hazardous.

Child Seat Placement

40

Placing a rear-facing child seat
in the front seat can result in
serious injury or death during a
crash.

Always place a rear-facing child
seat in the back seat, not the
front.
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Since LATCH-compatible child seats
are easier to install and reduce the
possibility of improper installation,
we recommend selecting this style.

In seating positions and vehicles not
equipped with LATCH, a LATCH-
compatible child seat can be installed
using a seat belt.

Whatever type of seat you choose, to
provide proper protection, a child
seat should meet three
requirements:

Look for FMVSS 213 or CMVSS
213 on the box.

When buying a child seat, you need
to choose either a conventional child
seat, or one designed for use with
the Lower Anchors and Tethers for
CHildren (LATCH) system.

Conventional child seats must be
secured to a vehicle with a seat belt,
whereas LATCH-compatible seats
are secured by attaching the seat to
hardware built into each rear seating
position in the back seat.

If it is necessary to put a forward-
facing child seat in the front, move
the vehicle seat as far to the rear as
possible, and be sure the child seat is
firmly secured to the vehicle and the
child is properly strapped in the seat.

Even with advanced front airbags
that automatically turn the
passenger’s front airbag off (see
page ), a back seat is the safest
place for a small child.

Rear-facing for infants, forward-
facing for small children.

31

CONTINUED

Protecting Infants and Small Children, Selecting a Child Seat

Selecting a Child Seat

The child seat should meet
Federal Motor Vehicle Safety
Standard 213 or Canadian Motor
Vehicle Safety Standard 213.

The child seat should be of the
proper type and size to fit the child.

1.

2.
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Placing a forward-facing child
seat in the front seat can result
in serious injury or death if the
front airbag inflates.

If you must place a forward-
facing child seat in front, move
the vehicle seat as far back as
possible, and properly restrain
the child.
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After selecting a proper child seat
and a good place to install the seat,
there are three main steps in
installing the seat:

All child seats must be
secured to the vehicle with the lap
part of a lap/shoulder belt or with
the LATCH (Lower Anchors and
Tethers for CHildren) system. A
child whose seat is not properly
secured to the vehicle can be
endangered in a crash.

After installing a child
seat, push and pull the seat
forward and from side-to-side to
verify that it is secure.

A child seat secured with a seat belt
should be installed as firmly as
possible. However, it does not need
to be ‘‘rock solid.’’ Some side-to-side

movement can be expected and
should not reduce the child seat’s
effectiveness.

If the child seat is not secure, try
installing it in a different seating
position, or use a different style of
child seat that can be firmly secured.

Before purchasing a conventional
child seat, or using a previously
purchased one, we recommend that
you test the seat in the specific
vehicle seating position or positions
where the seat will be used.

Make sure the child is properly
strapped in the child seat
according to the child seat maker’s
instructions. A child who is not
properly secured in a child seat
can be seriously injured in a crash.

The following pages provide
guidelines on how to properly install
a child seat. A forward-facing child
seat is used in all examples, but the
instructions are the same for rear-
facing child seats.

Selecting a Child Seat, Installing a Child Seat

Installing a Child Seat

Properly secure the child seat to
the vehicle.

Make sure the child seat is firmly
secured.

The child seat should fit the
vehicle seating position (or
positions) where it will be used.

Secure the child in the child seat.

1.

2.

3.

3.

42
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To install a LATCH-compatible child
seat:

Make sure there are no objects
near the anchors that could
prevent a secure connection
between the child seat and the
anchors.

When using the tether strap on
the child seat, attach the tether
strap hook to the center tether
anchor before installing the child
seat to the lower anchors for the
LATCH system, because the
center tether anchor is positioned
behind the child seat.

If needed, move the seat belt
buckle or tongue away from the
lower anchors.

Whenever using the center tether
anchor point, make sure to push
down the head restraint to the lowest
position, route the strap over the
seat-back, then around the upper
guide before attaching the tether
strap hook to the center tether
anchor (see page ).

The location of each lower anchor is
indicated by a small button above the
anchor point.

The lower anchors are located
between the seat-back and seat
bottom, and are to be used only with
a child seat designed for use with
LATCH.

Your vehicle is equipped with
LATCH (Lower Anchors and
Tethers for CHildren) at the rear
seats.

1.

2.

3.

48
CONTINUED

On the center seating position

Installing a Child Seat

Installing a Child Seat with
LATCH
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CENTER TETHER ANCHOR

LATCH
ANCHOR
POINTS

09/07/18 14:04:53 31SJC640_048

2010 Ridgeline



Make sure the head restraint is in
the lowest position. Lift the cover,
then route the tether strap around
the upper guide. Route the tether
strap downward properly, making
sure the strap is not twisted, then
attach the strap hook to the center
tether anchor.

Place the child seat on the vehicle
seat, then attach the seat to the
lower anchors according to the
child seat maker’s instructions.

Some LATCH-compatible seats
have a rigid-type connector as
shown above.

Other LATCH-compatible seats
have a flexible-type connector as
shown above.

Whatever type you have, follow
the child seat maker’s instructions
for adjusting or tightening the fit.

5.

4.

Installing a Child Seat

44

Flexible typeRigid type
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Lift the head restraint (see page
), then route the tether strap

over the seat-back and through
the head restraint legs.
Lift the cover, then route the
tether strap around the upper
guide. Route the tether strap
downward properly, making sure
the strap is not twisted, then
attach the strap hook to the tether
anchor on the outside of the seat
bottom (see page ).

Push and pull the child seat
forward and from side-to-side to
verify that it is secure.

Tighten the strap according to the
seat maker’s instructions.

6. 7.

8.

48
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When not using the LATCH system,
all child seats must be secured to the
vehicle with the lap part of a lap/
shoulder belt.

With the child seat in the desired
seating position, route the belt
through the child seat according
to the seat maker’s instructions,
then insert the latch plate into the
buckle and remove any slack from
the lap portion of the belt.

To activate the lockable retractor,
slowly pull the shoulder part of the
belt all the way out until it stops,
then let the belt feed back into the
retractor.

After the belt has retracted, tug on
it. If the belt is locked, you will not
be able to pull it out. If you can pull
the belt out, it is not locked, and
you will need to repeat these steps.

In addition, the lap/shoulder belts in
all seating positions except the
driver’s have a lockable retractor
that must be activated to secure a
child seat.

If you intend to install the child seat
in the rear center seating position
and use the tether strap for
additional security, make sure to
push down the head restraint to the
lowest position and hook the tether
strap hook to the anchor before
securing the child seat with the lap/
shoulder belt. Refer to page for
how to route the tether strap
properly.

1. 2.

3.

48

Installing a Child Seat with a Lap/
Shoulder Belt

Installing a Child Seat

46
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After confirming that the belt is
locked, grab the shoulder part of
the belt near the buckle, and pull
up to remove any slack from the
lap part of the belt. Remember, if
the lap part of the belt is not tight,
the child seat will not be secure.

Push and pull the child seat
forward and from side-to-side to
verify that it is secure enough to
stay upright during normal driving
maneuvers. If the child seat is not
secure, unlatch the belt, allow it to
retract fully, then repeat these
steps.

To remove slack, it may help to
put weight on the child seat, or
push on the back of the seat while
pulling up on the belt.

To deactivate the lockable retractor
and remove a child seat, unlatch the
buckle, unroute the seat belt, and let
the belt fully retract.

4. 5.

Installing a Child Seat
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When using a tether anchor, always
hook the tether strap through the
upper guide to route it properly.

Since a tether can provide additional
security to the lap/shoulder belt
installation, we recommend using a
tether whenever one is required or
available.

Each outer seating position has a
tether anchor at the outside of the
seat bottom. The center seating
position has a tether anchor between
the lower anchors for the LATCH-
compatible child seat. Each anchor
point is shown above.

Lift the cover, then hook the
tether strap through the upper
guide as shown.

After properly securing the child
seat (see page ), lift the head
restraint, then route the tether
strap over the seat-back and
through the head restraint legs.

A child seat with a tether can be
installed in any seating position in
the back seat.

1.

2.

46

Installing a Child Seat

Installing a Child Seat with a
Tether

Using an Outer Tether Anchor
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Route the tether strap downward
properly, making sure the strap is
not twisted.

Attach the tether strap hook to the
outer tether anchor on the outside
of the seat bottom.

Make sure to attach the tether strap
hook to the anchor before installing
the child seat, because the tether
anchor is positioned behind the child
seat.

Place the child seat on the rear
seat.

Push down the rear center head
restraint to the lowest position.

Route the tether strap over the
seat-back, lift the cover, then hook
the tether strap through the upper
guide as shown.

Route the tether strap downward
properly along the seat-back,
making sure the strap is not
twisted.

Tighten the strap according to the
seat maker’s instructions.

1.

2.

3.

4.

5.

3.

4.
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Attach the tether strap hook to the
center tether anchor between the
lower anchors for the LATCH-
compatible child seat.

Properly secure the child seat (see
page ), then tighten the tether
strap according to the seat maker’s
instructions.

Whenever using the tether strap,
make sure to route the strap through
the upper guide before attaching the
tether strap hook to the tether
anchor. If the tether strap is not
routed properly and secured, the
child seat may not be secured. This
could lead to serious injury or death.

5.

6.
46

Installing a Child Seat
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The following pages give
instructions on how to check proper
seat belt fit, what kind of booster
seat to use if one is needed, and
important precautions for a child
who must sit in front.

To determine if a lap/shoulder belt
properly fits a child, have the child
put on the seat belt, then ask
yourself:

Does the child sit all the way back
against the seat?

Do the child’s knees bend
comfortably over the edge of the
seat?

When a child reaches the
recommended weight or height limit
for a forward-facing child seat, the
child should sit in a back seat on a
booster seat and wear the lap/
shoulder belt.

1.

2.

CONTINUED

Protecting Larger Children

Checking Seat Belt Fit
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Allowing a child age 12 or under
to sit in front can result in injury
or death if the passenger’s front
airbag inflates.

If a child must ride in front,
move the vehicle seat as far
back as possible, use a booster
seat if needed, have the child
sit up properly and wear the
seat belt properly.
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Booster seats can be high-back or
low-back. Whichever style you select,
make sure the booster seat meets
federal safety standards (see page

) and that you follow the booster
seat maker’s instructions.

If a child who uses a booster seat
must ride in front, move the vehicle
seat as far back as possible and be
sure the child is wearing the seat
belt properly.

A child may continue using a booster
seat until the tops of their ears are
even with the top of the vehicle’s or
booster’s seat-back. A child of this
height should be tall enough to use
the lap/shoulder belt without a
booster seat.

Does the shoulder belt cross
between the child’s neck and arm?

Is the lap part of the belt as low as
possible, touching the child’s
thighs?

Will the child be able to stay
seated like this for the whole trip?

If you answer yes to all these
questions, the child is ready to wear
the lap/shoulder belt correctly. If
you answer no to any question, the
child needs to ride on a booster seat.

A child who has outgrown a forward-
facing child seat should ride in a
back seat and use a booster seat
until the lap/shoulder belt fits them
properly without the booster.

Some states, Canadian provinces and
territories also require children to
use a booster seat until they reach a
given age or weight (e.g., 6 years or
60 lbs). Be sure to check current
laws in the states, provinces and
territories where you intend to drive.

3.

4.

5.
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This section gives information about
the controls and displays that
contribute to the daily operation of
your vehicle. All the essential
controls are within easy reach.

...........................Control Locations . 60
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The instrument panel has many
indicators to give you important
information about your vehicle. This indicator comes on when you

turn the ignition switch to the ON
(II) position. It reminds you and your
passengers to fasten your seat belts.
A beeper also sounds if you have not
fastened your seat belt.

If you turn the ignition switch to the
ON (II) position before fastening
your seat belts, the beeper sounds,
and the indicator flashes. If you do
not fasten your seat belts before the
beeper stops, the indicator stops
flashing but remains on.

If your front passenger does not
fasten their seat belt, the indicator
comes on about 6 seconds after the
ignition switch is turned to the ON
(II) position.

If either of you do not fasten your
seat belt while driving, the beeper
will sound and the indicator will flash
again at regular intervals. For more
information, see page .

You will also see a ‘‘FASTEN SEAT
BELT’’ or ‘‘FASTEN PASSENGER
SEAT BELT’’ message on the multi-
information display (see page ).

For more information, see page .20

20

90

On models with navigation system

Seat Belt Reminder
Indicator

Instrument Panel Indicators
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This indicator comes on for several
seconds when you turn the ignition
switch to the ON (II) position. If it
comes on at any other time, it
indicates a potential problem with
your front airbags. This indicator will
also alert you to a potential problem
with your side airbags, passenger’s
side airbag automatic cutoff system,
side curtain airbags, rollover sensor,
automatic seat belt tensioners,
driver’s seat position sensor, or the
front passenger’s weight sensors.
For more information, see page .

You will also see a ‘‘CHECK
AIRBAG SYSTEM’’ message on the
multi-information display (see page

).

You will also see a ‘‘PASSENGER
SIDE AIRBAG OFF’’ message on the
multi-information display (see page

).

This indicator comes on for several
seconds when you turn the ignition
switch to the ON (II) position. If it
comes on at any other time, it
indicates that the passenger’s side
airbag has automatically shut off.
For more information, see page .

30

90

31

90

On models with navigation system

On models with navigation system

Side Airbag Off
Indicator

Supplemental Restraint
System Indicator

Instrument Panel Indicators
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This indicator has two functions:

It comes on when you turn the
ignition switch to the ON (II)
position. It is a reminder to check
the parking brake. A beeper
sounds if you drive with the
parking brake not fully released.
Driving with the parking brake not
fully released can damage the
brakes and tires.

You will also see a ‘‘RELEASE
PARKING BRAKE’’ message on the
multi-information display (see page

).

If it stays on after you have fully
released the parking brake while
the engine is running, or if it
comes on while driving, there
could be a problem with the brake
system. For more information, see
page .

You will also see a ‘‘BRAKE FLUID
LOW’’ or ‘‘CHECK BRAKE
SYSTEM’’ message on the multi-
information display (see page ).

1.

2.
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This indicator normally comes on for
a few seconds when you turn the
ignition switch to the ON (II)
position, and when the ignition
switch is turned to the START (III)
position. If it comes on at any other
time, there is a problem with the
ABS. If this happens, have your
vehicle checked at a dealer. With the
indicator on, your vehicle still has
normal braking ability but no anti-
lock brakes. For more information,
see page .

This indicator comes on for a few
seconds when you turn the ignition
switch to the ON (II) position. It will
go off if you have inserted a properly
coded ignition key. If it is not a
properly coded key, the indicator will
blink and the engine will not start
(see page ).

This indicator also blinks several
times when you turn the ignition
switch from the ON (II) position to
the ACCESSORY (I) or LOCK (0)
position.

You will also see a ‘‘CHECK ABS
SYSTEM’’ message on the multi-
information display (see page ).

The left or right turn signal indicator
blinks when you signal a lane change
or turn. If an indicator does not blink
or blinks rapidly, it usually means
one of the turn signal bulbs is
burned out (see pages and ).
Replace the bulb as soon as possible,
since other drivers cannot see that
you are signaling.

When you press the hazard warning
button, both turn signal indicators
and all turn signals on the outside of
the vehicle flash.

289

91

101
338 340

On models with navigation system

Anti-lock Brake System
(ABS) Indicator

Immobilizer System
Indicator

Turn Signal and
Hazard Warning
Indicators
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This indicator comes on with the
high beam headlights. For more
information, see page .

If this indicator comes on when the
ignition switch is turned to the ON
(II) position and the parking brake is
released, it means there is a problem
with a circuit. Have your vehicle
checked by your dealer.

If you see a ‘‘CHECK DRL
SYSTEM’’ message on the multi-
information display, there is a
problem with the daytime running
light circuit. Take your vehicle to a
dealer to have it checked.

This indicator comes on when the
washer fluid level is low. Add washer
fluid when you see this indicator
(see page ).

This indicator comes on when you
set the cruise control. See page

for information on operating the
cruise control.

This indicator comes on when you
turn on the cruise control system by
pressing the CRUISE button (see
page ).

You will see a ‘‘WASHER FLUID
LOW’’ message on the multi-
information display (see page ).

95
330

91
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On models with navigation system

On models with navigation system

High Beam Indicator Washer Level Indicator

Cruise Control Indicator

Cruise Main Indicator

Daytime Running Lights
Indicator
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▲

▼

This shows the temperature of the
engine’s coolant. During normal
operation, the pointer should rise to
about the middle of the gauge. In
severe driving conditions, the pointer
may rise to the upper zone. If it
reaches the red (hot) mark, pull
safely to the side of the road. For
instructions and precautions on
checking the engine’s cooling
system, see page .

This shows how much fuel you
have. It may show slightly more
or less than the actual amount.

372

Gauges

Temperature Gauge

Fuel Gauge

76

U.S. model is shown.

INFORMATION DISPLAY

On models without navigation system

On models with navigation system

SPEEDOMETERTACHOMETER TEMPERATURE GAUGE

SELECT
BUTTON
TRIP/RESET
BUTTON

FUEL GAUGE

SPEEDOMETERTACHOMETER TEMPERATURE GAUGE

SEL/RESET
BUTTON

FUEL GAUGEMULTI-INFORMATION DISPLAY

INFO ( ) BUTTON

INFO ( ) BUTTON

Avoid driving with an extremely low
f uel level. Running out of f uel could
cause the engine to misf ire, damaging
the catalytic converter.
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With the ignition switch in the ON
(II) position, the information display
changes as shown on the next page
each time you press the SELECT
button or TRIP/RESET button.

When you turn the ignition switch to
the ON (II) position, your last
selection display.

The information display shows the
odometer, trip meter, engine oil life,
outside temperature (if equipped),
instant fuel economy, average fuel
economy, range (estimated distance),
and maintenance item code(s).

For information about the multi-
information display, see page .82

CONTINUED

On models without navigation system
On models with navigation system
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See page
11

See page
20

See page
20

See page
30

See page
31

See page
132

See page
376

See page
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See page
374

See page
375
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See page
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See page
281

See page
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See page
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See page
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See page
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▲ ▼

Press the SEL/RESET button to see
the selections.

There are three language selections
you can make: English, Spanish, and
French. To choose the language you
want, follow these instructions: Select the desired language by

pressing the SEL/RESET button,
then enter your selection by pressing
and holding the SEL/RESET button.

When your selection is successfully
completed, the display returns to the
‘‘LANGUAGE SELECTION’’ display.

Press and release the INFO ( / )
button repeatedly to select the
‘‘LANGUAGE SELECTION’’ display.

Multi-Information Display

Language Selection

92
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－

－

OFF
INT: Intermittent
INT TIME ring
LO: Low speed
HI: High speed
MIST
Windshield washers
Turn signal
High beams
Flash high beams

The multi-control lever has many
functions, including windshield
wipers and washers, turn signals,
headlight high beams, and headlight
high beam flashing.

To select a position, turn the rotary
switch, push the button on the end of
the lever, or push the lever up, down,
forward, or backward.

The wipers are not activated.

The wipers run at low speed.

The wipers run at high speed.

The wipers run at high speed
until you release the lever.

The length of the wiper
interval is varied automatically
according to the vehicle’s speed.

Vary the delay by turning the
INT TIME ring. If you turn it to
the shortest delay, the wipers
change to low speed when the
vehicle speed exceeds 12 mph
(20 km/h).

Push the
button on the end of the
multi-control lever. The
washers spray until you
release the button. The
wipers run at low speed, then
complete one more sweep
after you release the button.

1.
2.
3.
4.
5.
6.
7.
8.
9.

10.

OFF:

LO

HI

MIST:

INT:

Windshield Washer:

Multi-Control Lever
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－

－

OFF
Parking and indicator lights
Headlights

Push down on the
multi-control lever to signal a left
turn and up to signal a right turn. To
signal a lane change, push lightly on
the lever and hold it. The lever will
return to center when you release it
or complete a turn.

To turn on the high
beams, push the multi-control lever
forward until you hear a click. The
blue high beam indicator will come
on (see page ). Pull the lever back
to return to the low beams.

To flash the high beams, pull the
lever back lightly, then release it.
The high beams will stay on as long
as you hold the lever back.

Your vehicle has heating wires at the
bottom of the windshield to help
heat the wiper blades and the
windshield. If the outside
temperature is near freezing, the
heater turns on automatically when
you turn the ignition switch to the
ON (II) position. The heater turns
off automatically when the outside
temperature is above freezing.

This function helps to increase wiper
performance when the wiper arms
sit in the parked position in snowy or
icy conditions.

1.
2.
3.

67

CONTINUED

Headlight Control DialTurn Signal

High Beams

Automatic Heated Wiper Zone

Multi-Control Lever, Headlights
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－ If you remove the key from the
ignition switch with the headlight
control dial on, but do not open the
door, the lights will turn off after 10
minutes.

Turning the dial to
the ‘‘ ’’ position turns on the
parking lights, taillights, instrument
panel lights, and license plate lights.

Turning the dial to the ‘‘ ’’
position turns on the headlights. If
you leave the lights on and remove
the key from the ignition switch, you
will hear a reminder chime when you
open the driver’s door.

When the dial is in the ‘‘ ’’ or
‘‘ ’’ position, the lights on
indicator comes on as a reminder.
This indicator stays on if you leave
the lights on and turn the ignition
switch to the ACCESSORY (I) or
LOCK (0) position.

The automatic lighting off feature
turns off the headlights, all other
exterior lights, and the instrument
panel lights within 15 seconds of
removing the key from the ignition
switch and closing the driver’s door. The lights will turn on again when

you unlock or open the driver’s door.
This feature activates if you leave
the headlight control dial in the
‘‘ ’’ or ‘‘ ’’ position, remove
the key, then open and close the
driver’s door.

If you unlock the door, but do not
open it within 15 seconds, the lights
go off. With the driver’s door open,
you will hear a lights-on reminder
chime.

Automatic Lighting Off FeatureHeadlights

Headlights
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With the headlight control dial off,
the daytime running lights come on
when you turn the ignition switch to
the ON (II) position and release the
parking brake. They remain on until
you turn the ignition switch off, even
if you set the parking brake.

The headlights revert to normal
operation when you turn them on
with the headlight control dial.

If you see a ‘‘CHECK DRL
SYSTEM’’ message on the multi-
information display, there is a
problem with the daytime running
light circuit. Take your vehicle to a
dealer to have it checked.

You can use the fog lights only when
the headlights are on low beam.
They will go off when you turn the
headlights off or onto high beam.

Turn the fog lights on and off by
pressing the button. The indicator in
the button lights to show the fog
lights are on.

If equipped
On models with navigation systemDaytime Running Lights Fog Lights

Headlights, Fog Lights
Instrum
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These keys contain electronic
circuits that are activated by the
immobilizer system. They will not
work to start the engine if the
circuits are damaged.

Protect the keys from direct
sunlight, high temperature, and
high humidity.

Do not drop the keys or set heavy
objects on them.

The master key fits all the locks on
your vehicle. The valet key works
only in the ignition and the driver’s
door lock. You can keep the glove
box locked when you leave your
vehicle and the valet key at a parking
facility.

You can also keep the In-Bed Trunk
locked by using the main switch in
the glove box (see page ).

You should have received a key
number tag with your keys. You will
need this key number if you ever
have to get a lost key replaced. Use
only Honda-approved key blanks.

Keep the keys away from liquids.
If they get wet, dry them
immediately with a soft cloth.

The valet key does not contain a
battery. Do not try to take it apart.

118

Keys

100

VALET KEY
(LIGHT GRAY)

MASTER KEY
WITH REMOTE
TRANSMITTER

KEY
NUMBER
TAG
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When you turn the ignition switch to
the ON (II) position, the immobilizer
system indicator should come on for
a few seconds, then go off. If the
indicator starts to blink, it means the
system does not recognize the
coding of the key. Turn the ignition
switch to the LOCK (0) position,
remove the key, reinsert it, and turn
the ignition switch to the ON (II)
position again.

Do not attempt to alter this system
or add other devices to it. Electrical
problems could result that may make
your vehicle inoperable.

If the system repeatedly does not
recognize the coding of your key,
contact your dealer.

The immobilizer system protects
your vehicle from theft. If an
improperly coded key (or other
device) is used, the engine’s fuel
system is disabled.

If you have lost your key and cannot
start the engine, contact your dealer.

The system may not recognize your
key’s coding if another immobilizer
key or other metal object (i.e. key
chain) is near the ignition switch
when you insert the key.

As required by the FCC:
This device complies with Part 15 of the
FCC rules. Operation is subject to the
following two conditions: (1) This device
may not cause harmful interference, and
(2) this device must accept any
interference received, including
interference that may cause undesired
operation.

Changes or modifications not expressly
approved by the party responsible for
compliance could void the user’s
authority to operate the equipment.

This device complies with Industry
Canada Standard RSS-210.
Operation is subject to the following two
conditions: (1) this device may not cause
interference, and (2) this device must
accept any interference that may cause
undesired operation of the device.

Immobilizer System
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Always take the ignition key with you
whenever you leave the vehicle alone.
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－

－

－

－

The ignition switch has four
positions: LOCK (0), ACCESSORY
(I), ON (II), and START (III).

You can insert or
remove the key only in this position.
To turn the key, the shift lever must
be in Park, and you must push the
key in slightly.

If the front wheels are turned, the
anti-theft lock may make it difficult
to turn the key. Firmly turn the
steering wheel to the left or right as
you turn the key.

You can
operate the audio system and the
accessory power sockets in this
position.

This is the normal key
position when driving. Several of the
indicators on the instrument panel
come on as a test when you turn the
ignition switch from the
ACCESSORY (I) to the ON (II)
position.

Use this position
only to start the engine. The switch
returns to the ON (II) position when
you let go of the key.

You will hear a reminder beeper if
you leave the key in the ignition
switch in the LOCK (0) or the
ACCESSORY (I) position and open
the driver’s door. Remove the key to
turn off the beeper.

The shift lever must be in Park
before you can remove the key from
the ignition switch.

LOCK (0)

ACCESSORY (I)

ON (II)

START (III)

Ignition Switch
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To lock any passenger’s door when
getting out of the vehicle, push the
lock tab down, and close the door.
To lock the driver’s door, remove the
key from the ignition switch, and
push the lock tab down, or push the
front of the master switch, then
close the door.

With the driver’s door open and the
key in the ignition, both master door
lock switches will not lock, but they
will unlock. The lock feature is not
disabled if the driver’s door is closed.
Pushing the front of the switch on
the open passenger’s door will lock
all doors and the In-Bed Trunk.

The lock tab on each door locks and
unlocks that door. Pulling up on the
driver’s door lock tab only unlocks
the driver’s door. To unlock the
driver’s door and the In-Bed Trunk
from the outside, turn the key and
release it. If you turn it again, all the
doors unlock.

You can open or close the side
windows by using the key in the
driver’s door (see page ).

To lock all doors and the In-Bed
Trunk, push the front of the master
door lock switch on either front door,
press the lock tab down on the
driver’s door, or use the key on the
outside lock on the driver’s door. This vehicle has auto door locking/

unlocking features. See page for
how to set them.Pushing the rear of either master

door lock switch will unlock all of the
doors and the In-Bed Trunk.

130

104

Lockout Prevention

Power Door Locks

Door Locks
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The childproof door locks are
designed to prevent children seated
in the rear from accidentally opening
the rear doors. Each rear door has a
lock lever near the edge. With the
lever in the LOCK position, the door
cannot be opened from inside
regardless of the position of the lock
tab. To open the door, pull the lock
tab up, and use the outside door
handle.

The auto door locking feature has
three possible settings:

The auto door locking is
deactivated all the time.

The doors lock whenever you
move the shift lever out of the
Park (P) position.

The doors lock when the vehicle
speed reaches 9 mph (15 km/h).
This is the default setting.

Your vehicle has customizable
settings for the doors to
automatically lock and unlock. There
are default settings for each of these
features. You can turn off or change
the settings for these features as
described on the following pages.
When you customize the setting,
make sure your vehicle is parked
safely, the engine is off, and the
parking brake is applied. Make all
settings before you start driving.

With the auto door locking and
unlocking, the In-Bed Trunk also
locks and unlocks.

Auto Door Locking/UnlockingChildproof Door Locks Auto Door Locking

Door Locks

104

LOCK LEVER
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Locks all doors when the shift lever is
moved out of the Park (P) position.

Push and hold the front of the
master door lock switch on the
driver’s door until you hear a click
(after about 5 seconds).

Release the switch, and within 5
seconds, turn the ignition switch
to the LOCK (0) position.

Make sure the shift lever is in the
Park (P) position.

Turn the ignition switch to the ON
(II) position, and open the driver’s
door.

Make sure the shift lever is in the
Park (P) position.

Turn the ignition switch to the ON
(II) position, and make sure to
close the driver’s door.

1.

2.

1.

2.

3.

4.

CONTINUED

Door Locks

To turn off the Auto Door Lock
modes:

To program the Park Lock mode:
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Push and hold the brake pedal,
and move the shift lever out of the
Park (P) position.

Release the switch and, within 5
seconds, turn the ignition switch
to the ACCESSORY (I) position.
Move the shift lever to the Park
(P) position.

Push and hold the front of the
master door lock switch on the
driver’s door. You will hear a click.
Keep holding the switch until you
hear another click (after about 5
seconds).

Release the switch, and within 5
seconds, turn the ignition switch
to the LOCK (0) position.

Push and hold the front of the
master door lock switch on the
driver’s door. You will hear a click.
Keep holding the switch until you
hear another click (after about 5
seconds).

Turn the ignition switch to the
LOCK (0) position.

Make sure the shift lever is in the
Park (P) position.

Turn the ignition switch to the ON
(II) position, and make sure to
close the driver’s door.

1.

2.

3.

5.

4.

6.

3.

4.

Locks all doors when the vehicle’s speed
reaches about 9 mph (15 km/h).

To program the Drive Lock mode:

Door Locks
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CONTINUED

Push and hold the rear of the
master door lock switch on the
driver’s door. You will hear a click,
and after about 5 seconds, you will
hear another click.

The auto door unlocking feature has
five possible settings:

The driver’s door unlocks when
you move the shift lever to the
Park (P) position with the brake
pedal depressed.

The auto door unlocking is
deactivated all the time.

Release the switch, and within 5
seconds, turn the ignition switch
to the LOCK (0) position.

Make sure the shift lever is in the
Park (P) position.

Turn the ignition switch to the ON
(II) position, and open the driver’s
door.

All doors unlock whenever you
turn the ignition switch to the
ACCESSORY (I) position.

The driver’s door unlocks
whenever you turn the ignition
switch to the ACCESSORY (I)
position.

All doors unlock when you move
the shift lever to the Park (P)
position with the brake pedal
depressed.

This is the default setting.

1.

2.

3.

4.

To turn off the Auto Door Unlock
modes:

Door Locks

Auto Door Unlocking
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To swing open the tailgate, first
make sure it is fully closed, then pull
up the right lower handle, and swing
the tailgate to the left.
To close, swing the tailgate back,
and push it firmly until it is latched.

The dropped open tailgate can be
used as an extended pickup bed.
Make sure to secure the items in the
pickup bed, and do not exceed the
maximum allowable weight on the
tailgate (see page ).

To turn the bed lights on or off, use
the bed light switch on the
dashboard (see page ).

Before opening or closing the
tailgate, check that passengers,
especially children, are not in the
tailgate’s path.

263

144

To Swing Open the Tailgate

Dual-Action Tailgate

114

HANDLE
Swinging the tailgate open or
closed while anyone is in its
path can cause serious injury.

Make sure all passengers are
clear of the tailgate’s path
before opening or closing it.

Do not drive with the tailgate swung
open. This could damage the tailgate.
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See page for information on
cargo loading and weight limits.

You can also store and lock items in
the In-Bed Trunk (see page ).

If you do not fasten the seat belt, you
first hear the seat belt reminder
alarm, then the tailgate reminder
beeper sounds.

The indicator does not monitor the
tailgate when it is dropped open.

Do not allow anyone to hang on the
swung open tailgate. This could
damage the tailgate.

Do not leave the tailgate swung open.
The tailgate may swing and shut
accidentally. This could cause
serious injuries.

The bed lights come on when you
swing open the tailgate. You can also
turn the bed lights on or off by
pushing the bed light switch on the
dashboard (see page ).

If the tailgate is swung open or not
closed tightly when the ignition
switch is in the ON (II) position, you
will hear six beeps and see the
indicator blinking. The indicator
stays on until you close the tailgate.
The beeper also sounds and the
indicator blinks when you move the
shift lever out of the Park or neutral
position.

This indicator is in the door and
tailgate open monitor on the
instrument panel. It comes on when
the tailgate is swung open or it is not
completely closed. This indicator
works even if the key is not in the
ignition switch.

The tailgate open indicator appears
on the multi-information display (see
page ).11

144

259

116

On models without navigation system

On models with navigation system

Loading Cargo

Tailgate Open Indicator

Dual-Action Tailgate
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You can open the In-Bed Trunk two
different ways:

Push the release button on the
lower right side of the In-Bed
Trunk lid when the driver’s door is
unlocked.

To close the In-Bed Trunk, lower the
lid, then press down on the back
edge.

If your vehicle’s battery is
disconnected or goes dead, the
release button on the In-Bed Trunk
lid is disabled. To open the In-Bed
Trunk, use the master key.

Use the master key to open the
In-Bed Trunk when the driver’s
door is locked.

The bed lights come on when you
open the In-Bed Trunk. You can also
turn the bed lights on or off by
pushing the bed light switch on the
dashboard (see page ).

You can store items in the In-Bed
Trunk up to 300 lbs (136 kg). Do not
exceed this weight limit, or you may
damage the In-Bed Trunk. See page

for information on loading cargo
and weight limits.

To store items separately in the
In-Bed Trunk, optional divider
guides are available from your dealer.

When the In-Bed Trunk is closed
securely, it can be locked or
unlocked along with the power door
locks (see page ).

144

259

103

In-Bed Trunk

116

RELEASE
BUTTON
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To avoid damaging the key and key
cylinder of the In-Bed Trunk lid, do
not close the tailgate when the key is
in the lid.

As a safety feature, your vehicle has
a release lever on the latch of the
In-Bed Trunk lid so it can be opened
from the inside. To open the In-Bed
Trunk, push the release lever in the
direction of the arrow.

Parents should decide if their
children should be shown how to use
this feature. For more information
about child safety, see page .

To avoid damaging the seal on the
In-Bed Trunk lid, remove any debris
from the lid’s mating surface before
you close it.

To avoid damaging the bottom of the
In-Bed Trunk, do not drive over large
obstacles, and do not use it as a
jacking point to raise the vehicle.

This indicator on the instrument
panel reminds you that the In-Bed
Trunk is open (see page ).

To avoid damaging the In-Bed Trunk
lid, and to prevent items from being
thrown about the vehicle and
possibly hurting someone in a crash
or sudden stop, be sure the In-Bed
Trunk lid is securely closed before
driving away.

75

38

Emergency Opener

In-Bed Trunk Open
Indicator

In-Bed Trunk
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There are two cargo hooks for
plastic grocery bags at the back of
the In-Bed Trunk. They are designed
to hold light items. Heavy objects
may damage the hooks.

To protect items in the In-Bed Trunk,
you can disable its release button by
turning off the main switch in the
glove box and locking the glove box
with the master key.

Even if the main switch is in the OFF
position, you can open the In-Bed
Trunk with the master key.

When you are finished washing the
In-Bed Trunk, dry it with a soft cloth,
and reinstall the drain plug.

You can wash the inside of the
In-Bed Trunk with a water and mild
detergent solution, and a soft brush
or cloth.

To drain water from the In-Bed
Trunk, remove the drain plug by
turning it counterclockwise.

Cargo HooksWashing the In-Bed TrunkIn-Bed Trunk Main Switch

In-Bed Trunk

118

DRAIN PLUG

CARGO HOOKSMAIN SWITCH
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To use the console lid as an armrest,
slide it to the desired position.

The rear seat armrest is in the
center of the rear seats. Pivot it
down to use it.

Your vehicle is equipped with head
restraints in all seating positions to
help protect you and your
passengers from the likelihood of
whiplash and other injuries.

Make sure your passenger’s hands
and fingers are away from the
armrest before moving it.

See page for important safety
information and a warning about
improperly positioning head restraints.

15
Armrests Head Restraints

Seats

122

FRONT REAR
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When a passenger is seated in the
rear center seating position, make
sure the center head restraint is
properly positioned.

They are most effective when you
adjust them so the center of the back
of the occupant’s head rests against
the center of the restraint.

The head restraints adjust for height.
You need both hands to adjust the
restraint. Do not attempt to adjust it
while driving. To raise it, pull upward.
To lower the restraint, push the
release button sideways, and push
the restraint down.

CONTINUED

Seats

Adjusting the Head Restraint

Instrum
ents

and
C

ontrols

123

RELEASE BUTTON

Rear Center Position

RELEASE BUTTON

CUSHION

SEAT-
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LEGS

CUSHION

LEGS
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The driver’s and front passenger’s
seats have active head restraints. If
the vehicle is struck severely from
the rear, the occupant properly
secured with the seat belt will be
pushed against the seat-back and the
head restraint will automatically
move forward.

This reduces the distance between
the restraint and the occupant’s head.
It also helps protect the occupants
against the likelihood of whiplash
and injuries to the neck and upper
spine.

To remove a head restraint for
cleaning or repair, pull it up as far as
it will go. Push the release button,
then pull the restraint out of the seat-
back.

When reinstalling a head restraint,
put the legs back in place. Then
adjust it to the appropriate height
while pressing the release button.

Make sure the head restraint locks
in position when you reinstall it.

If the restraints do not return to their
normal position, or in the event of a
severe collision, have the vehicle
inspected by a Honda dealer.

After a collision, the activated
restraint should return to its normal
position.

Seats

Active Head RestraintsRemoving the Head Restraint

124

Failure to reinstall the head
restraints can result in severe
injury during a crash.

Always replace the head
restraints before driving.
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For a head restraint system to work
properly:

Do not hang any items on the head
restraints, or from the restraint
legs.

Do not place any object between
an occupant and the seat-back.

Install each restraint in its proper
location.

Only use genuine Honda
replacement head restraints.

The left and right rear seat cushions
can be lifted up separately to make
room for cargo.

To fold a rear seat cushion, pull up
the lever on the outside of the
cushion. The seat cushion pops up,
and the seat legs store underneath it.
Push the cushion firmly against the
seat-back to lock it in place.

Remove any items from the seat
before you fold up the seat cushion.

Folding the Rear Seats

Seats
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If equipped

Make sure all items in the cargo area
are secured. Loose items can fly
forward and cause injury if you have
to brake hard (See
on page ).

You can also store small items under
the rear seats. Make sure to secure
the items so they will not shift while
you are driving.

To return the seat cushion to its
original position, pull the lever
outward, then push down the seat
cushion slowly.

Make sure the seat cushion is locked
securely and the seat legs are
positioned properly in the floor guide.

Both front seats are equipped with
seat heaters. Because of the sensors
for the side airbag cutoff system,
there is no heater in the passenger’s
seat-back. The ignition switch must
be in the ON (II) position to use the
heaters.

259

Seat Heaters

Carrying Cargo

Seats, Seat Heaters

126

Passenger’s
Seat

Driver’s
SeatHEATERS

LEGS

FLOOR GUIDE
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Follow these precautions when using
the seat heaters:

Use the HI setting only to heat the
seats quickly, because it draws
large amounts of current from the
battery.

If the engine is left idling for an
extended period, do not use the
seat heaters, even on the LO
setting. It can weaken the battery,
causing hard starting.

In the HI setting, the heater turns off
when the seat gets warm, and turns
back on after the seat’s temperature
drops.

In the LO setting, the heater runs
continuously. It does not cycle with
temperature changes.

Push the top of the switch, HI, to
rapidly heat up the seat. After the
seat reaches a comfortable
temperature, select LO by pushing
the bottom of the switch. This will
keep the seat warm.

Seat Heaters
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SEAT HEATER SWITCHES
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－

Turn the ignition switch to the ON
(II) position to raise or lower any
side window, or open and close the
back window. To open the window,
push the switch down and hold it.
Release the switch when you want
the window to stop. Pull back on the
switch and hold it to close the
window.

The windows operate for up to 10
minutes after you turn off the
ignition switch. Opening either front
door cancels this function.

To open or close the
driver’s window, push or pull the
window switch firmly down or up to
the second detent, and release it.
The window will automatically go up
or down all the way. To stop the
window, pull or push the window
switch briefly.

When you push the MAIN switch in,
the passenger windows and the back
window cannot be raised or lowered.

To cancel this feature, push on the
switch again. Keep the MAIN switch
off when you have children in the
vehicle so they do not injure
themselves by operating the
windows unintentionally.

AUTO

Power Windows

128

DRIVER’S WINDOW
SWITCH

MAIN SWITCH

BACK WINDOW
SWITCH

Closing a power window on
someone’s hands or fingers can
cause serious injury.

Make sure your passengers are
away from the windows before
closing them.
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－ If the driver’s
window senses any obstacle while it
is closing automatically, it will
reverse direction, and then stop. To
close the window, remove the
obstacle, then use the window switch
again.

Auto reverse stops sensing when the
window is almost closed. You should
always check that all passengers and
objects are away from the window
before closing it.

Your vehicle has a power back
window.

This indicator comes on when you
turn the ignition switch from the ON
(II) position to the ACCESSORY (I)
or LOCK (0) position without closing
the back window. With the ignition
switch in the ACCESSORY (I)
position, the indicator goes off after
about 30 seconds. With the ignition
switch in the LOCK (0) position, the
indicator goes off after about 3
minutes.

If your vehicle’s battery is
disconnected or goes dead, or the
driver’s window fuse is removed, the
AUTO function may be disabled. If
the AUTO function is disabled, the
power window system will need to be
reset after reconnecting the battery
or installing the fuse.

If the power windows do not operate
properly after resetting, have your
vehicle checked by your dealer.

Pull and hold the driver’s window
switch to close the window
completely, then hold the switch
for about 2 seconds.

Start the engine. Push down and
hold the driver’s window switch
until the window is fully open.

1.

2.

CONTINUED

AUTO REVERSE Back Window

Back Window Open
Indicator

Power Windows
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To open:
Insert the key in the driver’s door
lock.

Turn the key clockwise, then
release it.

You can open all of the side windows
from the outside with the remote
transmitter.

Press the UNLOCK button once
to unlock the driver’s door.

Press the UNLOCK button a
second time, and hold it. The
passenger’s doors unlock, and all
four side windows start to open.
To stop the windows, release the
button.

You can open and close the side
windows with the key in the driver’s
door lock.

The back window is not designed to
carry long items through it. Do not
use the opened back window as a
cargo area pass-through.

If you remove the ignition key and
open the driver’s door without
closing the back window, you hear
five beeps and see the indicator blink.
If you do not close the back window
before the beeper stops, the
indicator stops blinking but remains
on. It will go off after about 3
minutes (see page ).

To open the windows further,
press the button again, within
about 3 seconds.

You cannot close the windows with
the remote transmitter.

1.

2.

3.

1.

2.

75

Opening the Side Windows with
the Remote Transmitter

Opening/Closing the Side
Windows with the Key

Power Windows

130

Open

Close

UNLOCK BUTTON

09/07/18 14:20:24 31SJC640_135

2010 Ridgeline



Turn the key clockwise again, and
hold it. All four side windows start
to open. To stop the windows,
release the key.

To open the windows further, turn
and hold the key again (within
10 seconds).

The moonroof has two positions: it
can be tilted up in the back for
ventilation, or it can slide back into
the roof. Use the switch near the left
dashboard vent to operate the
moonroof. The ignition switch must
be in the ON (II) position.

If the windows stop before
the desired position, repeat steps 2
and 3.

To close the windows further, turn
and hold the key again (within
10 seconds).

To close:

If the windows stop before
the desired position, repeat steps 2
and 3.

Insert the key in the driver’s door
lock.

Turn the key counterclockwise,
then release it.

Turn the key counterclockwise
again, and hold it. All four side
windows start to close. To stop the
windows, release the key.

1.

2.

3.

4.3.

4.

If equipped

CONTINUED
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You can open and close the
moonroof for up to 10 minutes after
you turn off the ignition switch.
Opening either front door cancels
this function.

To apply the parking brake, push the
pedal down with your foot. To
release it, pull the release handle
fully. The parking brake indicator on
the instrument panel should go out
when the parking brake is fully
released (see page ).

To tilt up the back of the moonroof,
press and hold the center part of the
switch ( ). To close the
moonroof, press and hold the upper
part of the switch ( ). To open
the moonroof, press and hold the
lower part of the switch ( ).
Release the switch when the
moonroof gets to the desired
position.

Make sure everyone’s hands are
away from the moonroof before
opening or closing it.

65

Parking Brake

Moonroof, Parking Brake

132

PARKING BRAKE PEDAL

RELEASE
HANDLE

Opening or closing the
moonroof on someone’s hands
or fingers can cause serious
injury.

Make sure all hands and fingers
are clear of the moonroof
before opening or closing it.

If you try to open the moonroof in
below-f reezing temperatures, or when
it is covered with snow or ice, you can
damage the moonroof panel or its
motor.
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The glove box light comes on when
the parking lights are on.

Some larger styles of sunglasses
may not fit in the holder.

These hooks are not designed for
large or heavy items.

To open the sunglasses holder, push
on the rear edge. Make sure the
holder is closed while you are driving.

Open the glove box by pulling up on
the handle. Close it with a firm push.
Lock or unlock the glove box with
the master key.

Glove Box Sunglasses HolderCoat Hooks

Interior Convenience Items

138

SUNGLASSES HOLDER

An open glove box can cause
serious injury to your passenger
in a crash, even if the
passenger is wearing the seat
belt.

Always keep the glove box
closed while driving.
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There are three accessory power
sockets in your vehicle. Two
accessory power sockets are above
the center pocket on the dashboard,
and another is on the back of the
center console.

These sockets are intended to supply
power for 12 volt DC accessories
that are rated 120 watts or less (10
amps).

To use an accessory power socket,
the ignition switch must be in the
ACCESSORY (I) or ON (II) position.

None of the sockets will power an
automotive type cigarette lighter
element. When both sockets are
being used, the combined power
rating of the accessories should be
120 watts or less (10 amps).

Accessory Power Sockets

Interior Convenience Items
Instrum
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FRONT REAR
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Pull up the vanity mirror cover to use
it.

The light comes on when you pull up
the cover.

The light will not come on if the sun
visor is slid outward.

Make sure you put the sun visor
back in place when you are getting
into or out of the vehicle.

In this position, the sun visor can be
adjusted by moving it on its slider.
Do not use the extended sun visor
over the inside mirror.

To use the sun visor, pull it down.
When using the sun visor for the
side window, remove the support rod
from the clip, and swing it out.

Sun Visor Vanity Mirror

Interior Convenience Items

140

SUN VISOR

Slide
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Always run the engine when you use
the AC power outlet.

The maximum capacity for this
power outlet is 115 volt AC at 100
watts or less. If you use an appliance
which requires more than 100 watts,
it automatically stops supplying the
power. If this happens, turn the
ignition switch off and turn it on
again.

The AC power outlet is not
designed for electric appliances
which require high initial peak
wattage such as cathode-ray tube
type televisions, refrigerators,
electric pumps, etc. It is also not
suitable for devices that process
precise data such as medical
equipment or measuring instruments.
Any appliances that require an
extremely stable power supply such
as microcomputer-controlled electric
blankets, touch sensor lamps, etc.,
should not be connected to this
outlet.

There is a 115 volt AC power outlet
inside the front console
compartment. To use the AC power
outlet, open the lids and open the
outlet cover. Insert the plug into the
receptacle slightly, turn it 90°
clockwise, then push in the plug all
the way.

On RTL and Canadian EX-L

Interior Convenience Items

AC Power Outlet
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When the interior light control switch is
in the ON position:

When the switch is in the OFF position:When the switch is in the door position:

None of the lights come on when a
door is opened.

The map lights in the front can be
turned on and off by pushing each
lens. The rear map lights cannot
be used.

All the individual map lights and
the rear console light come on and
stay on as long as the switch
remains in the ON position.

The individual map lights and the
rear console light come on when
any door is opened, or when the
remote transmitter or the key is
used to unlock the doors. When
the doors are closed, each
individual map light can be turned
on and off by pushing the lens.

The lights fade out about 30
seconds after all the doors are
closed.

With any door left open and the
key removed from the ignition
switch, the lights stay on about 3
minutes, then go out.

Interior Light Control Switch

Interior Lights

142

ON

OFF

DOOR POSITION

09/07/18 14:22:32 31SJC640_147

2010 Ridgeline







The heating and air conditioning
system in your vehicle provides a
comfortable driving environment in
all weather conditions.

The standard audio system has
many features. This section
describes those features and how to
use them.

Your vehicle has an anti-theft audio
system that requires a code number
to enable it.

The security system helps to dis-
courage vandalism and theft of your
vehicle.

The climate control system and the
audio system have a voice control
feature. Refer to the navigation
system manual for more information.

.............Vents, Heating, and A/C . 146
...............Climate Control System . 152

..........Playing the AM/FM Radio . 159
............AM/FM Radio Reception . 165

................Playing the XM Radio . 167
...................................Playing CDs . 173

.......................................CD Player . 175
CD Changer

(Models without navigation
..................................system) . 181

CD Changer
(Models with navigation

..................................system) . 189
....................Protecting Your CDs . 198

CD Player/Changer Error
...................................Messages . 202

................Remote Audio Controls . 203
......................Auxiliary Input Jack . 205

.................Radio Theft Protection . 206
..........................Setting the Clock . 207

............................Security System . 208
...............................Cruise Control . 210

.........................................Compass . 213
HomeLink Universal

................................Transceiver . 217
........HandsFreeLink . 221

...Rearview Camera and Monitor . 246

Bluetooth

On RTS, RTL models, and Canadian
EX-L models

On models with navigation system

Features
F

eatures
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See page for automatic climate
control and semi-automatic operation
information.

152

On RTS, RTL and Canadian EX-L
models

Vents, Heating, and A/C

146

FAN CONTROL DIAL MAX A/C BUTTON

RECIRCULATION BUTTON

WINDSHIELD DEFROSTER BUTTON

TEMPERATURE
CONTROL DIAL

AIR CONDITIONING BUTTON

MODE BUTTONS

MODE BUTTONS

RT, Canadian DX, and VP models
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This button turns the air
conditioning on and off. You will see
A/C ON or A/C OFF in the display.

When the indicator in the button is
on, air from the vehicle’s interior is
sent throughout the system again.
When the indicator is off, air is
brought in from the outside of the
vehicle (fresh air mode).

The system should be left in fresh
air mode under almost all conditions.
Keeping the system in recirculation
mode, particularly with the A/C off,
can cause the windows to fog up.

Switch to recirculation mode when
driving through dusty or smoky
conditions, then return to fresh air
mode.

The outside air intakes for the
heating and cooling system are at
the base of the windshield. Keep this
area clear of leaves and other debris.

Turn this dial to increase or decrease
the fan speed and airflow.

Turning this dial clockwise increases
the temperature of the airflow.

Vents, Heating, and A/C

Air Conditioning (A/C) Button Recirculation ButtonFan Control Dial

Temperature Control Dial

F
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Use the mode control buttons to
select the vents air flows from. Some
air will flow from the dashboard
corner vents in all modes.

Air flows from the center,
corner, and rear vents in the
dashboard.

Airflow is divided between
the vents in the dashboard, rear and
the floor vents.

Air flows from the floor
vents. When you select , the
system automatically switches to
fresh air mode.

Airflow is divided between
the floor vents and defroster vents at
the base of the windshield.

Air flows from the defroster
vents at the base of the windshield.

When you select , the system
automatically switches to fresh air
mode and turns on the A/C.

When you switch to from
, the A/C stays on, and you

can turn it on and off manually.

The system automatically
turns on the A/C and switches to
Recirculation mode. Air flows from
the center and side vents in the
dashboard.

Vents, Heating, and A/C

Mode Control Windshield Defroster Button MAX A/C Button

148
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Air conditioning places an extra load
on the engine. Watch the engine
coolant temperature gauge (see page

). If it moves near the red mark,
turn off the A/C until the gauge
reads normally.

The heater uses engine coolant to
warm the air. If the engine is cold, it
will be several minutes before you
feel warm air coming from the
system.

Select .
When you select , the system
automatically switches to the fresh
air mode.
Set the fan to the desired speed.
Adjust the warmth of the air with
the temperature control dial.

Set the temperature to the lower
limit.
Make sure the A/C is off.
Select and fresh air mode.
Set the fan to the desired speed.

If the outside air is humid, select
recirculation mode. If the outside
air is dry, select fresh air mode.

Select .

Make sure the temperature is set
to the lower limit.

Turn on the A/C by pressing the
button. You will see A/C ON in
the display.

Set the fan to the desired speed.

The ventilation system draws in
outside air, circulates it through the
interior, then exhausts it through
vents near the back window.

1.
2.

3.

4.
5.

1.

2.
3.

1.

2.
3.
4.

76
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Vents, Heating, and A/C

Using the A/CVentilation Using the Heater
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To remove fog from the inside of the
windows:

Air conditioning, as it cools, removes
moisture from the air. When used in
combination with the heater, it
makes the interior warm and dry.

This setting is suitable for all driving
conditions whenever the outside
temperature is above 32°F (0°C).

Turn the fan on.
Press the A/C button.
Select and fresh air mode.
Adjust the temperature to your
preference.

Set the fan to the desired speed, or
high for faster defrosting.
Select . The system
automatically switches to fresh air
mode and turns on the A/C. The
A/C ON indicator will not be
displayed if it was off to start with.
Adjust the temperature so the
airflow feels warm.
To increase airflow to the
windshield, close the corner vents.

When you switch to another mode
from , the A/C turns off. But
if it was on to start with, it stays on.

This function helps to increase wiper
performance when the wiper arms
sit in the parked position in snowy or
icy conditions.

Your vehicle has heating wires at the
bottom of the windshield to help
heat the wiper blades and the
windshield. If the outside
temperature is near freezing, the
heater turns on automatically when
you turn the ignition switch to the
ON (II) position. The heater turns
off automatically when the outside
temperature is above freezing.

If the interior is very warm, you can
cool it down more rapidly by partially
opening the windows, turning on the
A/C, and setting the fan to
maximum speed in fresh air mode.

1.
2.
3.
4.

1.

2.

3.

4.

Vents, Heating, and A/C

To Defog and Defrost

Dehumidify the Interior

Automatic Heated Wiper Zone
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Set the fan and temperature
controls to maximum level.
Select . The system
automatically switches to fresh air
mode and turns on the A/C.
The A/C ON indicator will not be
displayed if it was off to start with.
Select .

Turning the fan speed control dial all
the way to the left shuts the system
off.

Keep the system off for short
periods only.

To keep stale air and mustiness
from collecting, you should have
the fan running at all times.

You can adjust the direction of the
air coming from the rear vents in the
back of the center console by
moving the tab in the center of each
vent up-and-down and side-to-side.

You can also adjust the amount of
airflow by turning the dial between
the vents.

To clear the windows faster, you can
close the dashboard corner vents by
rotating the wheel next to
(passenger’s side) or below it
(driver’s side). This will send more
warm air to the windshield defroster
vents. Once the windshield is clear,
select fresh air mode to avoid
fogging the windows.

For your safety, make sure you have
a clear view through all the windows
before driving.

1.

2.

3.

To Remove Exterior Frost or Ice
From the Windows

To Turn Everything Off Rear Ventilation

Vents, Heating, and A/C
F
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The climate control system can also
be operated by voice control.
See the navigation system manual
for complete details.

On models with navigation system
Voice Control System

Climate Control System

152

PASSENGER’S SIDE
TEMPERATURE
CONTROL DIAL

DRIVER’S SIDE
TEMPERATURE
DISPLAY

ON/OFF BUTTON

MODE BUTTON

PASSENGER’S SIDE
TEMPERATURE DISPLAY

AIR CONDITIONING BUTTON

AUTO BUTTON

DRIVER’S SIDE
TEMPERATURE
CONTROL DIAL

RECIRCULATION BUTTON

WINDSHIELD
DEFROSTER BUTTON

RTS, RTL, and Canadian EX-L models

FAN CONTROL
BUTTONS
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The automatic climate control
system in your vehicle maintains the
interior temperature you select. The
system also adjusts the fan speed
and airflow levels.

The system automatically selects the
proper mix of conditioned and/or
heated air that will, as quickly as
possible, raise or lower the interior
temperature to your preference.

When you set either side
temperature to its lower limit
( ) or its upper limit ( ),
the system runs at full cooling or
heating only. It does not regulate the
interior temperature.

When you press a fan control button,
the fan is taken out of AUTO mode.

The driver’s and passenger’s side
temperatures should always be set
separately. Turn the desired dial
clockwise to increase the airflow
temperature of that side, and
counterclockwise to decrease it.

Press the Auto button on the front
control panel. You will see AUTO
in the system display.

Adjust the temperature for the
driver’s and passenger’s side
separately, using the desired
temperature control dial.

The passenger’s side temperature
setting does not synchronize to the
driver’s side at any time except when
the system is in the defroster mode
(see page ).

1.

2.

155

CONTINUED

Using Automatic Climate Control

Temperature Control

Climate Control System
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▲

▼

To turn the system completely off,
press the ON/OFF button.

Keep the system completely off
for short periods only.

To keep stale air and mustiness
from collecting, you should have
the fan running at all times.

You can manually select various
functions of the climate control
system when it is in fully automatic
mode. All other features remain
automatically controlled. Making any
manual selection causes the word
AUTO in the display to go out.

Press the button to increase
the fan speed and airflow. Press the

button to decrease it.

This button turns the air
conditioning on and off. You will see
A/C ON or A/C OFF in the display.

When you turn the A/C off, the
system cannot regulate the inside
temperature if you set the
temperature control below the
outside temperature.

In AUTO mode, the vehicle’s
temperature is independently
regulated, based on the driver’s and
passenger’s side setting. The system
also regulates each temperature
based on the information of the sun
light sensor and the sun’s position
which is updated automatically by
the navigation’s global positioning
system (GPS). For example, if the
driver’s side of the vehicle is getting
too much sun, the system will adjust
to a lower temperature.

On models with navigation system To Turn Everything Off Semi-automatic Operation

Fan Control

Air Conditioning (A/C) Button

Climate Control System
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This button directs the main airflow
to the windshield for faster
defrosting. It also overrides any
mode selection you may have made.

When you select , the system
automatically switches to fresh air
mode and turns on the A/C. For
faster defrosting, manually set the
fan speed to high. You can also
increase airflow to the windshield by
closing the corner vents on the
dashboard. To close the vents, rotate
the wheel under each corner vent.

When you turn off by
pressing the button again, the
system returns to its former settings.

Use the mode control button to
select the vents the air flows from.
Some air will flow from the
dashboard vents in all modes.

Air flows from the center,
corner, and rear vents in the
dashboard.

Airflow is divided between
the vents in the dashboard, rear and
the floor vents.

Air flows from the floor
vents.

Airflow is divided between
the floor and corner vents and the
defroster vents at the base of the
windshield.

When the indicator in the button is
on, air from the vehicle’s interior is
sent through the system again.
When the indicator is off, air is
brought in from the outside of the
vehicle (fresh air mode).

The outside air intakes for the
climate control system are at the
base of the windshield. Keep this
area clear of leaves and other debris.

The system should be left in fresh
air mode under almost all conditions.
Keeping the system in recirculation
mode, particularly with the A/C off,
can cause the windows to fog up.

Switch to recirculation mode when
driving through dusty or smoky
conditions, then return to fresh air
mode.

Climate Control System

Windshield Defroster ButtonMode ControlRecirculation Button

F
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You can adjust the direction of the
air coming from the rear vents in the
back of the center console by
moving the tab in the center of each
vent up-and-down and side-to-side.

You can also adjust the amount of
airflow by turning the dial between
the vents.

For your safety, make sure you have
a clear view through all the windows
before driving.

When the indicator in the button is
on, the passenger’s side temperature
automatically adjusts to the driver’s
side temperature.

Your vehicle has heating wires at the
bottom of the windshield to help
heat the wiper blades and the
windshield. If the outside
temperature is near freezing, the
heater turns on automatically when
you turn the ignition switch to the
ON (II) position. The heater turns
off automatically when the outside
temperature is above freezing.

This function helps to increase wiper
performance when the wiper arms
sit in the parked position in snowy or
icy conditions.

Rear VentilationAutomatic Heated Wiper Zone

Climate Control System

156
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The temperatures of the driver’s side
and the front passenger’s side are
controlled independently.

To adjust each temperature, turn
either of the temperature control
dials on the climate control panel.

When you set each temperature to
its lower limit or its upper limit, it will
be displayed as ‘‘ ’’ or ‘‘ ’’.

Climate Control System

Dual Temperature Control

F
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Driver’s Side Passenger’s Side
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▲ ▼

Three controls for the audio system
are mounted in the steering wheel
hub. These let you control basic
functions without removing your
hand from the wheel.

If you are listening to the radio, use
the CH button to change stations.
Each time you press the top ( ) of
the button, the system goes to the
next preset station on the band you
are listening to. Press the bottom
( ) to go back to the previous
station.

To search up and down from the
current frequency and find a station
with a strong signal, press the top
( ) or bottom ( ) of the button for
1 second.

The VOL button adjusts the volume
up ( ) or down ( ). Press the top
or bottom of the button, hold it until
the desired volume is reached, then
release it.

The MODE button changes the
mode. Pressing the button
repeatedly selects FM1, FM2, AM,
XM1, XM2 (if equipped), CD (if a
disc is loaded), or AUX-Audio.

CONTINUED

On RTS, RTL and Canadian EX-L
models

Remote Audio Controls
F
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MODE BUTTON

CH BUTTONVOL BUTTON
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If you are playing a disc, the system
skips to the beginning of the next
track each time you press the top
( ) of the CH button. Press the
bottom ( ) to return to the
beginning of the current track. Press
it again to return to the previous
track. You will see the disc and track
numbers in the upper display.

To go to the next disc, press the top
( ) of the button for 1 second.
Press the bottom ( ) for 1 second
to go back to the previous disc.

When you play an MP3/WMA disc,
press the top ( ) of the button for 1
second to go to the next folder. Press
the bottom ( ) for 1 second to go
back to the previous folder.

If you are listening to XM Radio, use
the CH button to change channels.
Each time you press the top ( ) of
the button, the system goes to the
next preset channel. Press the
bottom ( ) to go back to the
previous preset channel.
To go to the next channel of the
category you are listening to, press
the top ( ) of the button for 1
second. Press the bottom ( ) for 1
second to go back to the previous
channel.

On models without navigation system

Remote Audio Controls

204
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The auxiliary input jack is on the tray
above the glove box. The system will
accept auxiliary input from standard
audio accessories.

When the appropriate audio unit is
connected to the auxiliary input jack,
press the CD/AUX or AUX button to
select the unit.

Except RT and Canadian DX models

Auxiliary Input Jack
F
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AUXILIARY
INPUT JACK
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Your vehicle’s audio system will
disable itself if it is disconnected
from electrical power for any reason.
To make it work again, you must
enter a specific code with the preset
bars. Because there are hundreds of
number combinations possible from
the five digits, making the system
work without knowing the exact
code is nearly impossible.

If you lose the card, you must obtain
the code number from your dealer.
To do this, you will need the audio
system’s serial number.

You should have received a radio
code card that lists your audio
system’s code and serial numbers. It
is best to store this card in a safe
place at home. In addition, you
should write the audio system’s
serial number in this owner’s manual.

If your vehicle’s battery is
disconnected or goes dead, or the
radio fuse is removed, the audio
system will disable itself. If this
happens, you will see
‘‘ENTER CODE’’ in the frequency
display the next time you turn on the
system. Use the preset bars to enter
the code. The code is located on the
radio code card included in your
owner’s manual kit. When it is
entered correctly, the radio will start
playing.

If you make a mistake entering the
code, do not start over; complete the
sequence, then enter the correct
code. You have ten tries to enter the
correct code. If you are unsuccessful
in ten attempts, you must then leave
the system on for 1 hour before
trying again.

Radio Theft Protection

206
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Press and hold the H (Preset 1) side
of the bar until the hour advances to
the desired time. Press and hold the
M (Preset 2) side of the bar until the
minutes advance to the desired time.

To set the time, press the CLOCK
button until you hear a beep. The
displayed time begins to blink.

If your vehicle’s battery is
disconnected or goes dead, you may
need to set the clock. You can quickly set the time to the

nearest hour. If the displayed time is
before the half hour, pressing the
clock set button until you hear a
beep, then pressing the R (Preset 3)
side of the bar sets the clock back to
the previous hour.
If the displayed time is after the half
hour, the clock sets forward to the
beginning of the next hour.

Press the clock set button again to
enter the set time.

For example:

The navigation system receives
signals from the global positioning
system (GPS), and the displayed
time is updated automatically by the
GPS. Refer to the navigation system
manual for how to adjust the time.

1:06 will reset to 1:00
1:52 will reset to 2:00

On models with navigation system

On models without navigation system

Setting the Clock
F

eatures

207

PRESET BARS PRESET BARS

CLOCK BUTTON CLOCK BUTTON

RT, Canadian DX, and VP models RTS, RTL, and Canadian EX-L models without
navigation system

Model without XM satellite
radio is shown.
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The security system will not set if
the hood, In-Bed Trunk, or any door
is not fully closed. If the system will
not set, check the door and tailgate
open monitor and In-Bed Trunk open
indicator on the instrument panel
(see pages and ) to see if the
doors and In-Bed Trunk are fully
closed. Since it is not part of the
monitor display, manually check the
hood.

Use the remote transmitter
to quickly check that the hood,
In-Bed Trunk, and all doors are
closed. Push the lock button twice
within 5 seconds. There should be an
audible confirmation beep.

Do not attempt to alter this system
or add other devices to it.

11 75

Security System
F

eatures
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Cruise control allows you to maintain
a set speed above 25 mph (40 km/h)
without keeping your foot on the
accelerator pedal. It should be used
for cruising on straight, open
highways. It is not recommended for
city driving, winding roads, slippery
roads, heavy rain, or bad weather.

Push in the CRUISE button on the
steering wheel. The CRUISE
MAIN indicator on the instrument
panel comes on.

Press and release the SET/
DECEL button on the steering
wheel. The CRUISE CONTROL
indicator on the instrument panel
comes on to show the system is
now activated.

Accelerate to the desired cruising
speed above 25 mph (40 km/h).

The cruise control system can be
left on, even when it is not in use.

1.

2.

3.Using Cruise Control

Cruise Control

210

CRUISE BUTTON RES/ACCEL
BUTTON

CANCEL
BUTTON

SET/DECEL BUTTON

Improper use of the cruise
control can lead to a crash.

Use the cruise control only
when traveling on open
highways in good weather.
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You can increase the set cruising
speed in any of these ways:

You can decrease the set cruising
speed in any of these ways:

Press and hold the RES/ACCEL
button. When you reach the
desired cruising speed, release the
button.

Push on the accelerator pedal.
Accelerate to the desired cruising
speed, then press the SET/
DECEL button.

Cruise control may not hold the set
speed when you are going up and
down hills. If your vehicle speed
increases going down a hill, use the
brakes to slow down. This will cancel
the cruise control. To resume the set
speed, press the RES/ACCEL button.
The CRUISE CONTROL indicator
on the instrument panel will come
back on.

To increase the speed in very
small amounts, tap the RES/
ACCEL button. Each time you do
this, your vehicle will speed up
about 1 mph (1.6 km/h).

If you need to decrease your
speed quickly, use the brakes as you
normally would.

Tap the brake pedal lightly with
your foot. The CRUISE
CONTROL indicator on the
instrument panel will go out.
When the vehicle slows to the
desired speed, press the SET/
DECEL button.

Press and hold the SET/DECEL
button. Release the button when
you reach the desired speed.

To slow down in very small
amounts, tap the SET/DECEL
button. Each time you do this,
your vehicle will slow down about
1 mph (1.6 km/h).

CONTINUED

Changing the Set Speed

Cruise Control
F

eatures
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Tap the brake pedal.

Push the CANCEL button on the
steering wheel.

Resting your foot on the brake pedal
causes cruise control to cancel.

You can cancel cruise control in any
of these ways:

Push the CRUISE button on the
steering wheel.

When you push the CANCEL button
or tap the brake pedal, the system
remembers the previously set speed.
To return to that speed, accelerate to
above 25 mph (40 km/h), then press
and release the RES/ACCEL button.
The CRUISE CONTROL indicator
comes on. The vehicle accelerates to
the same speed as before.

Pressing the CRUISE button turns
the system completely off and erases
the previous cruising speed.

Even with cruise control turned on,
you can still use the accelerator
pedal to speed up for passing. After
completing the pass, take your foot
off the accelerator pedal. The vehicle
will return to the set cruising speed.

Resuming the Set SpeedCanceling Cruise Control

Cruise Control

212

CRUISE BUTTON

CANCEL BUTTON
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The direction and center position
icons come on when you turn the
ignition switch to the ON (II)
position. The system then begins to
check the vehicle direction and
illuminates the appropriate icon(s).

The compass can be affected by
driving near power lines or stations,
across bridges, through tunnels,
over railroad crossings, past large
vehicles, or driving near large
objects that cause magnetic
interference. It can also be affected
by accessories such as antennas and
roof racks that are mounted by
magnets.

Your vehicle has a compass in the
rearview mirror. The compass
indicates the vehicle direction with
illuminated letters: N (north), S
(south), W (west), and E (east). The
center blue icon in the compass is
always on. It serves as a reference
point.

To turn the compass on or off, press
the compass button on the back of
the rearview mirror.

If equipped

CONTINUED

Compass Function

Compass
F

eatures
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COMPASS
BUTTON

CENTER ICON

REAR VIEW MIRROR
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Drive the vehicle slowly in circles
at less than 5 mph (8 km/h) until
the center icon turns blue. This
icon also turns blue by continuing
to drive the vehicle under normal
driving conditions. When you see
an actual heading on the compass,
calibration is completed.

The compass may need to be
manually calibrated after exposure to
a strong magnetic field. If the
compass seems to continually show
the wrong direction, do this.

Do this procedure in an open
area, away from buildings, power
lines, and other vehicles.

With the blue center icon
displayed, press and hold the
compass button for about 6
seconds. When the center icon
turns red, release the button.

The compass mirror has a light
sensor behind the right side of the
rearview mirror. Make sure the
extended sun visor or an accessory is
not covering the sensor.

2.

1.

Compass

Compass Calibration

214

NOTE:
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CONTINUED

In most areas, there is a variation
between magnetic north and true
north. Zone selection is required so
the compass can compensate for this
variation. To check and select the
zone, do this:

Find the zone for your area on the
zone map (see page ). Each
zone number (1 through 15)
corresponds to a compass zone on
the table (see page ).

Press and hold the compass
button for about 3 seconds. When
all of the direction icons begin to
blink, release the button.

The blue direction icon(s) blink
and show the current zone.

If the zone is incorrect, press and
release the compass button
repeatedly to get to the correct
number.

The compass will return to the
normal display about 4 seconds
after you stop adjusting a zone
number.

2.

3.

4.1.

5.

216

216

Compass

Compass Zone Selection

F
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Compass

216

Zone Map Compass Display for Each Zone
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The HomeLink Universal
Transceiver built into your vehicle
can be programmed to operate up to
three remote controlled devices
around your home, such as garage
doors, lighting, or home security
systems.

Before programming your
HomeLink to operate a garage door
opener, confirm that the opener has
an external entrapment protection
system, such as an ‘‘electronic eye,’’
or other safety and reverse stop
features.

If your garage door was
manufactured before April 1, 1982,
you may not be able to program
HomeLink to operate it. These units
do not have safety features that
cause the motor to stop and reverse
it if an obstacle is detected during
closing, increasing the risk of injury.

Do not use HomeLink with any
garage door opener that lacks safety
stop and reverse features.

If equipped

CONTINUED

HomeLink Universal Transceiver

General Information

F
eatures
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Units manufactured between April 1,
1982 and January 1, 1993 may be
equipped with safety stop and
reverse features. If your unit does
not have an external entrapment
protection system, an easy test to
confirm the function and
performance of the safety stop and
reverse feature is to lay a 2 4
under the closing door. The door
should stop and reverse upon
contacting the piece of wood.
As an additional safety feature,
garage door openers manufactured
after January 1, 1993 are required to
have external entrapment protection
systems, such as an electronic eye,
which detect an object obstructing
the door.

Refer to the safety information that
came with your garage door opener
to test that the safety features are
functioning properly. If you do not
have this information, contact the
manufacturer of the equipment.
Before programming HomeLink to a
garage door or gate opener, make
sure that people and objects are out
of the way of the device to prevent
potential injury or damage.
When programming a garage door
opener, park just outside the garage.

If you just
received your vehicle and have not
trained any of the buttons in
HomeLink before, you should erase
any previously learned codes before
training the first button. To do this,
press and hold the two outside
buttons on the HomeLink
transceiver for about 20 seconds,
until the red indicator flashes.
Release the buttons, then proceed to
step 1.

HomeLink Universal Transceiver

Important Safety Precautions Training HomeLink
Before you begin

218
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If you are training the second or third buttons, go directly to step 1.

CONTINUED

HomeLink Universal Transceiver
F

eatures
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As required by the FCC:
This device complies with Part 15 of the
FCC rules. Operation is subject to the
following two conditions: (1) This device
may not cause harmful interference, and
(2) this device must accept any
interference received, including
interference that may cause undesired
operation.

Changes or modifications not expressly
approved by the party responsible for
compliance could void the user’s
authority to operate the equipment.

This device complies with Industry
Canada Standard RSS-210.
Operation is subject to the following two
conditions: (1) this device may not cause
interference, and (2) this device must
accept any interference that may cause
undesired operation of the device.

HomeLink is a registered
trademark of Johnson Controls, Inc.

HomeLink Universal Transceiver

220
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Bluetooth

handsfreelink.honda.
com

www.honda.ca,

HandsFreeLink (HFL)
allows you to place and receive
phone calls using voice commands,
without handling your cell phone.

Press and
release to give a command or answer
a call.

Press and
release to end a call, go back to the
previous command, or cancel the
command.

To use HFL, you need a Bluetooth-
compatible cell phone. For a list of
compatible phones, pairing
procedures, and special feature
capabilities:

In the U.S., visit
or call (888) 528-7876.

In Canada, visit or call
(888) 9-HONDA-9.

CONTINUED

On models with navigation system
HFL Buttons

Bluetooth HandsFreeLink

Using HFL

HFL Talk button

HFL Back button

F
eatures
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HFL BACK BUTTON

NAVI VOICE
CONTROL
BUTTONS

HFL TALK
BUTTON
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Try to reduce all background
noise. If the microphone picks up
voices other than yours,
commands may be misinterpreted.

Many commands can be spoken
together. For example, you can
say ‘‘Call 123-456- ’’ or
‘‘Dial Peter.’’

Press and release the HFL Talk
button each time you want to
make a command. After the beep,
speak in a clear, natural tone.

When HFL is in use, navigation
voice commands cannot be
recognized.

To change the volume level of
HFL, use the audio system volume
knob or the steering wheel volume
controls.

Air or wind noise from the
dashboard and side vents and all
windows may interfere with the
microphone. Adjust or close them
as necessary.

Bluetooth HandsFreeLink

Voice Control Tips

222

MICROPHONE
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For the best picture, always keep the
rearview camera clean, and do not
cover the camera lens. To avoid
scratching the lens when you clean it,
use a moist, soft cloth.

Since the rearview camera display
area is limited, you should always
back up slowly and carefully, and
look behind you for obstacles.

Whenever you shift to reverse (R)
with the ignition switch in the ON
(II) position, the rearview is shown
on the navigation system screen.

On models with navigation system

Rearview Camera and Monitor

246
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Before you begin driving your
vehicle, you should know what
gasoline to use and how to check the
levels of important fluids. You also
need to know how to properly store
luggage or packages. The
information in this section will help
you. If you plan to add any
accessories to your vehicle, please
read the information in this section
first.

.............................Break-in Period . 248
.................Fuel Recommendation . 248

.........Service Station Procedures . 249
....................................Refueling . 249

Opening and Closing the
.......................................Hood . 252

...................................Oil Check . 253
.............Engine Coolant Check . 253

...............................Fuel Economy . 254
...Accessories and Modifications . 257

.............................Carrying Cargo . 259

Before Driving
B

efore
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Help assure your vehicle’s future
reliability and performance by paying
extra attention to how you drive
during the first 600 miles (1,000 km).
During this period:

Avoid full-throttle starts and rapid
acceleration.

Do not change the oil until the
scheduled maintenance time.

Avoid hard braking for the first
200 miles (300 km).

Do not tow a trailer.

You should also follow these
recommendations with an
overhauled or exchanged engine, or
when the brakes are replaced.

Your vehicle is designed to operate
on unleaded gasoline with a pump
octane number of 87 or higher. Use
of a lower octane gasoline can cause
a persistent, heavy metallic rapping
noise that can lead to engine damage.

We recommended using a quality
gasoline containing detergent
additives that help prevent fuel
system and engine deposits.
In addition, in order to maintain good
performance, fuel economy, and
emissions control, we strongly
recommend, in areas where it is
available, the use of gasoline that
does NOT contain manganese-based
fuel additives such as MMT.

Use of gasoline with these additives
may adversely affect performance,
and cause the malfunction indicator
lamp on your instrument panel to
come on. If this happens, contact
your authorized dealer for service.

Some gasoline today is blended with
oxygenates such as ethanol or
MTBE. Your vehicle is designed to
operate on oxygenated gasoline
containing up to 10% ethanol by
volume and up to 15% MTBE by
volume. Do not use gasoline
containing methanol.

If you notice any undesirable
operating symptoms, try another
service station or switch to another
brand of gasoline.

Premium fuel is recommended when
towing in certain conditions (see
page ).

For further important fuel-related
information for your vehicle, or
information on gasoline that does not
contain MMT, visit Owner Link at

. In Canada, visit
for additional

information on gasoline.

303

owners.honda.com
www.honda.ca

Break-in Period Fuel Recommendation

Break-in Period, Fuel Recommendation

248
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CONTINUED

Open the fuel fill door by pulling
on the handle to the left of the
driver’s seat.

Park with the driver’s side closest
to the service station pump.

Stop filling the tank after the fuel
nozzle automatically clicks off. Do
not try to ‘‘top off’’ the tank. This
leaves some room in the fuel tank
for the fuel to expand with
temperature changes.

Remove the fuel fill cap slowly.
You may hear a hissing sound as
pressure inside the tank escapes.
The fuel fill cap is attached to the
fuel filler with a tether. Insert the
attachment on the fuel fill cap into
the slit on the fuel fill door.

even though the tank is not full,
there may be a problem with your
vehicle’s fuel vapor recovery
system. The system helps keep
fuel vapor from going into the
atmosphere. Try filling at another
pump. If this does not fix the
problem, consult your dealer.

1.

2.

3.

4.

If the fuel nozzle keeps clicking off

Refueling

Service Station Procedures
B

efore
D

riving
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Pull

FUEL FILL CAPATTACHMENT

TETHER

Gasoline is highly flammable
and explosive. You can be
burned or seriously injured
when handling fuel.

Stop the engine, and keep
heat, sparks, and flame away.
Handle fuel only outdoors.
Wipe up spills immediately.
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Screw the fuel fill cap back on
until it clicks at least once.

If you do not properly tighten the
cap, you will see a ‘‘CHECK FUEL
CAP’’ message on the information
display (see page ).

If the system still detects a leak in
the vehicle’s evaporative emissions
system, the malfunction indicator
lamp (MIL) comes on. If the fuel fill
cap was not already tightened, turn
the engine off, and check or
retighten the fuel fill cap until it
clicks at least once. The MIL should
go off after several days of normal
driving once the cap is tightened or
replaced. If the MIL does not go off,
have your vehicle inspected by a
dealer. For more information, see
page .

Your vehicle’s on board diagnostic
system will detect a loose or missing
fuel fill cap as an evaporative system
leak. The first time a leak is detected
a ‘‘TIGHTEN FUEL CAP’’ message
appears on the multi-information
display. Turn the engine off, and
confirm the fuel fill cap is installed. If
it is, loosen it, then retighten it until
it clicks at least once. The message
should go off after several days of

normal driving once you tighten or
replace the fuel fill cap. To scroll to
another message, press the INFO
button. The ‘‘TIGHTEN FUEL CAP’’
message will appear each time you
restart the engine until the system
turns the message off.

If you do not properly tighten the
cap, you will see a ‘‘TIGHTEN
FUEL CAP’’ message on the multi-
information display.

Push the fuel fill door closed until
it latches.

5.

6.

81

375

On models without navigation system

On models with navigation system

On models with navigation system
Tighten Fuel Cap Message

Service Station Procedures

250
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Whenever filling a fuel container,
use an approved fuel container, and
place it on the ground. Do not fill the
fuel container in the vehicle,
including the pickup bed and the
In-Bed Trunk. Make sure to put the
fuel pump nozzle in the fuel filler of
the container securely and to handle
it properly.

Gasoline or fuel vapors are
extremely flammable and explosive.
Improperly handling fuel can cause
an explosion in which you can be
seriously injured.

Before placing the fuel container in
the vehicle, wipe up any spill
completely.

Your vehicle has a warning label for
filling a portable fuel container on
the left rear side of the pickup bed.

Filling a Portable Fuel Container

Service Station Procedures
B

efore
D

riving

251

Do not fill a portable fuel
container in the pickup bed.

Static electricity can ignite gas
vapors and you can be burned.
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Put your fingers under the front
edge of the hood. The hood latch
handle is above the ‘‘H’’ logo. Pull
this handle until it releases the
hood, then lift the hood.

To close the hood, lift it up slightly to
remove the support rod from the
hole. Put the support rod back into
its holding clip. Lower the hood to
about a foot (30 cm) above the
fender, then let it drop. Make sure it
is securely latched.

If the hood latch handle moves
stiffly, or you can open the hood
without lifting the handle, the
mechanism should be cleaned and
lubricated.

Park the vehicle, and set the
parking brake. Pull the hood
release handle under the lower left
corner of the dashboard. The
hood will pop up slightly.

Holding the grip, pull the support
rod out of its clip. Insert the end
into the designated hole in the
hood marked by an arrow.

1. 2. 3.

Opening and Closing the Hood

Service Station Procedures

252

HOOD RELEASE HANDLE

LATCH

SUPPORT ROD

GRIP
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Wait a few minutes after turning the
engine off before you check the oil.

Remove the dipstick (orange loop).

Wipe off the dipstick with a clean
cloth or paper towel.

Insert the dipstick all the way back
into its hole.

Remove the dipstick again, and
check the level. It should be
between the upper and lower
marks.

If it is near or below the lower mark,
see on page .

Look at the coolant level in the
radiator reserve tank. Make sure it is
between the MAX and MIN lines. If
it is below the MIN line, see

on page for
information on adding the proper
coolant.

Refer to
on page for information

about checking other items on your
vehicle.

1.

2.

3.

4.

326

329

323

Adding Engine Oil

Engine Coolant CheckOil Check

Adding
Engine Coolant

Owner’s Maintenance
Checks

Service Station Procedures
B

efore
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UPPER MARK

LOWER MARK

MIN

RESERVE TANKDIPSTICK MAX

09/07/18 14:42:59 31SJC640_258

2010 Ridgeline



－

－

－

－

Fuel economy is not a fixed number.
It varies based on driving conditions,
driving habits and vehicle condition.
Therefore, it is not possible for one
set of estimates to predict fuel
economy precisely for all drivers in
all environments.

Provides an estimated annual fuel
cost, based on 15,000 miles (20,000
km) per year multiplied by the cost
per gallon (based on EPA fuel cost
data) divided by the combined fuel
economy.

For more information on fuel
economy ratings and factors that
affect fuel economy, visit

(Canada: Visit
)

Represents urban
driving in light traffic. A range of
miles per gallon achieved is also
provided.

The EPA fuel economy estimates
shown in the example to the right
are a useful tool for comparison
when buying a vehicle. EPA
estimates include:

Represents a
mixture of rural and interstate
driving, in a warmed-up vehicle,
typical of longer trips in free-flowing
traffic. A range of miles per gallon

achieved is also provided.

Represents a combination of city and
highway driving. The scale
represents the range of combined
fuel economy for other vehicles in
the class.

www.
fueleconomy.gov www.
vehicles.gc.ca

Actual Mileage and EPA Fuel
Economy Estimates Comparison.

Estimated Annual Fuel Cost

City MPG

Highway MPG

Combined Fuel Economy

Fuel Economy

254

Combined Fuel
Economy

(Sample U.S. EPA label shown)

Estimated Annual
Fuel Cost

City MPG Highway MPG
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The following factors can lower your
vehicle’s fuel economy:

Aggressive driving (hard
acceleration and braking)
Excessive idling, accelerating and
braking in stop-and-go traffic
Cold engine operation (engines
are more efficient when warmed
up)
Driving with a heavy load or the
air conditioner running
Improperly inflated tires

A properly maintained vehicle
maximizes fuel economy. Poor
maintenance can significantly reduce
fuel economy. Always maintain your
vehicle according to the maintenance
messages displayed on the
information display (see

on page ).
For example:

Rapid
acceleration, abrupt cornering,
and hard braking increase fuel
consumption.

If your vehicle has a
manual transmission, you can
boost your fuel economy by up
shifting as early as possible.

Aerodynamic drag has a big effect
on fuel economy at speeds above
45 mph (75 km/h). Reduce your
speed and you reduce the drag.
Trailers, car top carriers, roof
racks and bike racks are also big
contributors to increased drag.

Idling
results in 0 miles per gallon (0 kms
per liter).

An underinflated tire increases
‘‘rolling resistance,’’ which reduces
fuel economy.

It puts a heavier
load on the engine, increasing fuel
consumption.

In
particular, a build-up of snow or
mud on your vehicle’s underside
adds weight and rolling resistance.
Frequent cleaning helps your fuel
economy.

323
CONTINUED

Fuel Economy Factors

Improving Fuel Economy

Owner’s
Maintenance Checks

Use the recommended viscosity
motor oil, displaying the API
Certif ication Seal (see page

).

Drive moderately

Always drive in the highest gear
possible

Observe the speed limit

Avoid excessive idling

Maintain proper tire inflation

Avoid carrying excess weight in
your vehicle

Keep your vehicle clean

326

Vehicle Maintenance

Drive Efficiently

Fuel Economy
B

efore
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Fill the fuel tank until the nozzle automatically clicks off.
Reset trip counter to zero.
Record the total gallons (liters) needed to refill.
Follow one of the simple calculations above.

The A/C
puts an extra load on the engine
which makes it use more fuel. Use
the fresh-air ventilation when
possible.

Combine several short trips into
one. A warmed-up engine is more
fuel efficient than a cold one.

Direct calculation is the
recommended source of information
about your actual fuel economy.
Using frequency of fill-ups or taking
fuel gauge readings are NOT
accurate measures of fuel economy.
Fuel economy may improve over the
first several thousand miles
(kilometers).

1.
2.
3.
4.

Checking Your Fuel Economy

Measuring Techniques

Fuel Economy

Minimize the use of the air
conditioning system

Plan and combine trips

Calculating Fuel Economy

256

Miles driven
Gallons of

fuel
Miles per

Gallon

100 Kilometers L per 100 kmLiter
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Your dealer has Honda accessories
that allow you to personalize your
vehicle. These accessories have
been designed and approved for your
vehicle, and are covered by warranty.

Modifying your vehicle, or installing
some non-Honda accessories, can
make it unsafe. Before you make any
modifications or add any accessories,
be sure to read the following
information.

Although non-Honda accessories
may fit on your vehicle, they may not
meet factory specifications, and
could adversely affect your vehicle’s
handling and stability.

If you install a truck cap, be sure it is
properly installed and does not
exceed your vehicle’s load limits (see
page ).

When properly installed, cellular
phones, alarms, two-way radios, and
low-powered audio systems should
not interfere with your vehicle’s
computer controlled systems, such
as your airbags, anti-lock brakes, and
tire pressure monitoring system.

Be sure electronic accessories do
not overload electrical circuits
(see page ) or interfere with
the proper operation of your
vehicle.

Make sure the accessory does not
obscure any lights, or interfere
with proper vehicle operation or
performance.

Before installing any accessory:

260

378

CONTINUED

Accessories

Your vehicle should not be used to
carry a slide-in camper.

Accessories and Modifications
B

efore
D

riving

257

Improper accessories or
modifications can affect your
vehicle’s handling, stability, and
performance, and cause a
crash in which you can be hurt
or killed.

Follow all instructions in this
owner’s manual regarding
accessories and modifications.
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Larger or smaller wheels and tires
can interfere with the operation of
your vehicle’s anti-lock brakes and
other systems.

Modifying your steering wheel or
any other part of your vehicle’s
safety systems could make the
systems ineffective.

If you plan to modify your vehicle,
consult your dealer.

Removing parts from your vehicle,
or replacing components with
non-Honda components could
seriously affect your vehicle’s
handling, stability, and reliability.

Some examples are:
Lowering the vehicle with a non-
Honda suspension kit that
significantly reduces ground
clearance can allow the
undercarriage to hit speed bumps
or other raised objects, which
could cause the airbags to deploy.

Raising your vehicle with a
non-Honda suspension kit can
affect the handling and stability.

Before installing any electronic
accessory, have the installer
contact your dealer for assistance.
If possible, have your dealer
inspect the final installation.

Do not install accessories on the
side pillars or across the rear
windows. Accessories installed in
these areas may interfere with
proper operation of the side
curtain airbags.

Non-Honda wheels, because they
are a universal design, can cause
excessive stress on suspension
components and will not be
compatible with the tire pressure
monitoring system (TPMS).

Modifying Your Vehicle

Accessories and Modifications

258
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The pickup bed on your vehicle
allows you to carry heavy and large
cargo. You can also store items in
the In-Bed Trunk and on a roof-rack
(if equipped).

Your vehicle also has these
convenient storage areas inside:

Glove box
Front door and seat-back pockets
Fold-up rear seat with under-seat
storage
Console compartment
Pockets on the dashboard

However, carrying too much cargo,
or improperly storing it, can affect
your vehicle’s handling, stability,
stopping distance, and tires, and
make it unsafe. Before carrying any
type of cargo, be sure to read the
following pages.

Carrying Cargo
B

efore
D

riving
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GLOVE BOX

DASHBOARD
POCKETS

PICKUP BED

CONSOLE
COMPARTMENTS

SEAT-BACK POCKETS

IN-BED TRUNK

FOLD-UP REAR SEAT WITH UNDER-SEAT STORAGE

DOOR POCKET
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The maximum load for your vehicle
is:

Steps for Determining Correct Load
Limit:

Locate the statement ‘‘The
combined weight of occupants and
cargo should never exceed XXX
kg or XXX lbs.’’ on your vehicle’s
placard.

Determine the combined weight
of the driver and passengers that
will be riding in your vehicle.

Subtract the combined weight of
the driver and passengers from
XXX kg or XXX lbs.

These figures include the total
weight of all occupants, cargo, and
accessories, and the tongue load if
you are towing a trailer.

See Tire And Loading Information
label attached to the driver’s
doorjamb.

Label Example

1.

2.

3.

On vehicles without moonroof

On vehicles with moonroof

Load Limits (Payload)

Carrying Cargo

260

1,520 lbs (690 kg)

1,470 lbs (670 kg)
Overloading or improper
loading can affect handling and
stability and cause a crash in
which you can be hurt or killed.

Follow all load limits and other
loading guidelines in this
manual.

09/10/15 16:32:35 31SJC640_265

2010 Ridgeline



－ ×

In addition, the total weight of the
vehicle, all occupants, accessories,
cargo, and trailer tongue load
must not exceed the Gross Vehicle
Weight Rating (GVWR) or the
Gross Axle Weight Rating
(GAWR). Both are on a label on
the driver’s doorjamb.

The resulting figure equals the
available amount of cargo and
luggage load capacity. For
example, if the ‘‘XXX’’ amount
equals 1,400 lbs. and there will be
five 150 lb. passengers in your
vehicle, the amount of available
cargo and luggage load capacity is
650 lbs.
(1,400 750 (5 150) = 650 lbs.)

Determine the combined weight
of luggage and cargo being loaded
on the vehicle. That weight may
not safely exceed the available
cargo and luggage load capacity
calculated in Step 4.

If your vehicle will be towing a
trailer, load from your trailer will
be transferred to your vehicle.
Consult this manual to determine
how this reduces the available
cargo and luggage load capacity of
your vehicle.

5.

6.

Example 1

Example 2

Example 3

4.

Carrying Cargo
B

efore
D

riving
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Passenger Weight
(150 lbs x 2 = 300 lbs)

Passenger Weight
(150 lbs x 4 = 600 lbs)

Passenger Weight
(150 lbs x 5 = 750 lbs)

Max Load (1,520 lbs)

Max Load (1,520 lbs)

Max Load (1,520 lbs)

Cargo Weight
(1,220 lbs)

Cargo Weight
(920 lbs)

Cargo Weight
(770 lbs)
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Store or secure all items that could
be thrown around and hurt
someone during a crash.

Distribute cargo evenly on the
floor in the In-Bed Trunk, placing
the heaviest items on the bottom
and as far forward as possible. Tie
down items that could be thrown
during a crash or sudden stop.

Make sure the In-Bed Trunk lid is
closed securely before driving.

Be sure the total weight of the
items in the In-Bed Trunk does not
exceed 300 lbs (136 kg).

If you use an accessory roof rack,
the roof rack weight limit may be
lower. Refer to the information that
came with your roof rack.

Be sure items placed on the floor
behind the front seats cannot roll
underneath and interfere with the
proper operation of the seats, the
sensors under the seats, or the
driver’s ability to operate the
pedals.

Keep the glove box closed while
driving. If it is open, a passenger
could injure their knees during a
crash or sudden stop.

If you fold the rear seats up, tie
down items that could be thrown
about the vehicle during a crash or
sudden stop. Also, keep all cargo
below the bottom of the windows.
If it is higher, it could interfere
with the proper operation of the
side curtain airbags.

Distribute cargo evenly on the
floor of the cargo area with the
rear seats folded up, placing the
heaviest items on the bottom and
as far forward as possible. Tie
down items that could be thrown
about the vehicle during a crash or
sudden stop. If you carry any items on a roof

rack, be sure the total weight of
the rack and the items does not
exceed 110 lbs (50 kg).

Carrying Items in the Passenger
Compartment

Carrying Cargo in the In-Bed
Trunk or on a Roof Rack

Carrying Cargo

262
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This section gives you tips on
starting the engine under various
conditions, and how to operate the
automatic transmission. It also
includes important information on
parking your vehicle, the braking
system, the Variable Torque
Management 4-wheel drive
(VTM-4 ) system, the vehicle
stability assist (VSA ), aka
Electronic Stability Control (ESC),
system, the tire pressure monitoring
system (TPMS), and facts you need
if you are planning to tow a trailer or
drive off-highway.

........................Driving Guidelines . 268

........................Preparing to Drive . 269
.......................Starting the Engine . 270

..............Automatic Transmission . 271
Variable Torque Management

...........4WD (VTM-4 ) System . 276
Tire Pressure Monitoring System

......................................(TPMS) . 278
...........................................Parking . 286

.............................Braking System . 288
...............Anti-lock Brakes (ABS) . 289

Vehicle Stability Assist (VSA ),
aka Electronic Stability Control

.......................(ESC), System . 291
.................Towing Weight Limits . 293

..........Towing Weight Guidelines . 295
...........................Towing a Trailer . 296

Off-Highway Driving
..................................Guidelines . 306

Driving
D

riving
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As required by the FCC:
This device complies with Part 15 of the
FCC rules. Operation is subject to the
following two conditions: (1) This device
may not cause harmful interference, and
(2) this device must accept any
interference received, including
interference that may cause undesired
operation.

Changes or modifications not expressly
approved by the party responsible for
compliance could void the user’s
authority to operate the equipment.

This device complies with Industry
Canada Standard RSS-210.
Operation is subject to the following two
conditions: (1) this device may not cause
interference, and (2) this device must
accept any interference that may cause
undesired operation of the device.

If you have a flat tire, the low tire
pressure indicator will come on.
Replace the indicated flat tire with
the compact spare tire (see page

).

Each wheel (except the compact
spare tire wheel) is equipped with a
tire pressure sensor. You must use
TPMS specific wheels. It is
recommended that you always have
your tires serviced by your dealer or
qualified technician.

After you replace the flat tire with
the compact spare tire, the low tire
pressure indicator stays on. This is
normal; the system is not monitoring
the spare tire pressure. Manually
check the spare tire pressure to be
sure it is correct. After several miles
(kilometers) driving with the
compact spare tire, the TPMS
indicator comes on and the low tire

pressure indicator goes off.

The low tire pressure indicator or
the TPMS indicator will go off, after
several miles (kilometers) driving,
when you replace the spare tire with
the specified regular tire equipped
with the tire pressure monitor sensor.

Never use a puncture-repairing agent
in a flat tire. If used, you will have to
replace the tire pressure sensor.
Have the flat tire repaired by your
dealer as soon as possible.

361

Tire Pressure Monitoring System (TPMS)

Changing a Tire with TPMS

280
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CONTINUED

If you think you can safely drive a
short distance to a service station,
proceed slowly to the station, then
inflate the tire to the recommended
pressure.

If the tire is flat, or if the tire
pressure is too low to continue
driving, replace the tire with the
compact spare tire (see page ).

Driving on a significantly under-
inflated tire causes the tire to
overheat and can lead to tire failure.
Under-inflation also reduces fuel
efficiency and tire tread life, and may
affect the vehicle’s handling and
stopping ability.

Because tire pressure varies by
temperature and other conditions,
the low tire pressure/TPMS
indicator may come on unexpectedly.

When the low tire pressure/TPMS
indicator is on, one or more of your
tires is significantly underinflated.
You should stop and check your tires
as soon as possible, and inflate them
to the proper pressure as indicated
on the vehicle’s tire information
placard.

It is possible that the pressures
shown on the multi-information
display and the pressures you
manually measure are slightly
different.
If the difference is significant or you
cannot make the low tire pressure/
TPMS indicator and message on the
multi-information display go out after
inflating the tires to the specified
values, have your dealer check the
system as soon as possible.

Each tire has its own pressure
sensor. If the air pressure of a tire
becomes significantly low, the
sensor in that tire immediately sends
a signal that causes the low tire
pressure/TPMS indicator in the
instrument panel to come on. If this
happens, you will see which tire is
losing pressure on the multi-
information display along with a
‘‘CHECK TIRE PRESSURE’’
message.

Your vehicle is equipped with a tire
pressure monitoring system (TPMS)
that turns on every time you start the
engine and monitors the pressure in
your tires while driving.

361

On models with navigation system Low Tire Pressure/
TPMS Indicator

Tire Pressure Monitoring System (TPMS)
D

riving

281
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If there is a problem with the TPMS,
the tire pressure monitor shows a
‘‘SYSTEM FUNCTION ERROR’’
message and the tire pressure
readings are not displayed. If this
happens, you will first see a system
warning message ‘‘CHECK TPMS
SYSTEM’’ on the multi-information
display.

If there is a problem with the TPMS,
you will see the above message on
the multi-information display.

If you see this message, the system
is off and is not monitoring the tire
pressures. Have the system checked
by your dealer as soon as possible.

Also, the low tire pressure/TPMS
indicator begins to flash, then stays
on (see page ).281

Tire Pressure Monitoring System (TPMS)

TPMS System Failure

284
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If the low tire pressure/TPMS
indicator comes on, or the multi-
information display shows a
‘‘CHECK TPMS SYSTEM’’ message,
the VSA system automatically turns
on even when the VSA system is
turned off by pressing the VSA OFF
switch (see page ). If this
happens, you cannot turn the VSA
system off by pressing the VSA OFF
switch again.

When you restart the vehicle with
the compact spare tire, the TPMS
system message will also be
displayed on the multi-information
display after several miles
(kilometers) driving.

This indicator and the warning
message on the multi-information
display will go off, after several miles
(kilometers) driving, when the spare
tire is replaced with the specified
regular tire equipped with the tire
pressure monitor sensor.
Each wheel is equipped with a tire
pressure sensor mounted inside the
tire behind the valve stem. You must
use TPMS specific wheels. It is
recommended that you always have
your tires serviced by your dealer or
a qualified technician.

Never use a puncture-repairing agent
in a flat tire. If used, you will have to
replace the tire pressure sensor.
Have the flat tire repaired by your
dealer as soon as possible.

If you have a flat tire, the low tire
pressure/TPMS and tire monitor
indicators will come on. Replace the
indicated flat tire with the compact
spare tire (see page ).

After the flat tire is replaced with the
spare tire, the low tire pressure/
TPMS indicator stays on while
driving. After several miles
(kilometers) driving, this indicator
begins to flash, then stays on again.
You will also see a ‘‘CHECK TPMS
SYSTEM’’ message on the multi-
information display. This is normal;
the system cannot monitor the spare
tire pressure. Manually check the
spare tire pressure to be sure it is
correct.

292
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Tire Pressure Monitoring System (TPMS)

Changing a Tire with TPMS
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In certain unusual conditions when
your vehicle gets stuck in shallow
mud or fresh snow, it may be easier
to free it with the VSA temporarily
switched off. When the VSA system
is off, the traction control system is
also off. You should only attempt to
free your vehicle with the VSA off if
you are not able to free it when the
VSA is on.

Driving with varying tire or wheel
sizes may cause the VSA to
malfunction. When replacing tires,
make sure they are of the same size
and type as your original tires (see
page ).

If you install winter tires, make sure
they are the same size as those that
were originally supplied with your
vehicle. Exercise the same caution
during winter driving as you would if
your vehicle was not equipped with
VSA.

Immediately after freeing your
vehicle, be sure to switch the VSA on
again. We do not recommend driving
your vehicle with the VSA and
traction control systems switched off.

This switch is above the parking
brake release handle. To turn the
VSA system on and off, press and
hold it until you hear a beep.

When VSA is off, the VSA activation
indicator comes on as a reminder.

VSA is turned on every time you
start the engine, even if you turned it
off the last time you drove the
vehicle.

353

VSA OFF Switch VSA and Tire Sizes

Vehicle Stability Assist (VSA ), aka Electronic Stability Control (ESC), System

292
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Your vehicle has been designed to
tow a trailer, as well as carrying
passengers and their cargo. To
safely tow a trailer, you should
carefully observe the load limits (see
page ), use the proper equipment,
and follow the guidelines in this
section.

The maximum allowable weight of
the trailer and everything in or on it
depends on the number of occupants
in your vehicle and the type of trailer
being towed (see page ) .

Towing a trailer that is too heavy can
seriously affect your vehicle’s
handling and performance. It can
also damage the engine and
drivetrain.

Avoid towing a trailer during your
vehicle’s first 600 miles (1,000 km)
(see page ).

Be sure to read the
section on page

if you plan to tow off paved
surfaces.

248

260

306

295

CONTINUED

Towing Weight Limits

Load Limits

Off-Highway
Driving Guidelines

Total Trailer Weight

Break-In Period

D
riving

293

Exceeding any load limit or
improperly loading your vehicle
and trailer can cause a crash in
which you can be seriously hurt
or killed.

Check the loading of your
vehicle and trailer carefully
before starting to drive.
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The best way to confirm that all
loads are within limits is to check
them at a public scale (see page

).

To help ensure a safe drive to a scale,
or if you cannot get to a public scale,
we recommend that you estimate
your total trailer weight and tongue
load as described.

Add the weight of your trailer (as
quoted by the manufacturer) with
everything in or on the trailer. Then
check the tables on page to
make sure you do not exceed the
limit for your conditions.

The maximum
allowable weight of the vehicle, all
occupants, all accessories, all cargo,
and the tongue load is 6,050 lbs
(2,745 kg).

The maximum
allowable weight on the vehicle axles
is 3,105 lbs (1,410 kg) on the front
axle, and 3,245 lbs (1,475 kg) on the
rear axle.

The maximum
allowable weight of the fully loaded
vehicle and trailer is 10,088 lbs
(4,575 kg) with the proper hitch.

The GCWR must be reduced 2
percent for every 1,000 feet (305
meters) of elevation.

The weight that the tongue of a fully-
loaded trailer puts on the hitch
should follow the recommended load
guidelines (see page ). Too
much tongue load reduces front-tire
traction and steering control. Too
little tongue load can make the
trailer unstable and cause it to sway.

295

293

295

Towing Weight Limits

Estimating LoadsGross Vehicle Weight Rating
(GVWR)

Gross Axle Weight Rating
(GAWR)

Gross Combined Weight Rating
(GCWR)

To Estimate the Total Trailer Weight

Tongue Load

294
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Number of
Occupants

2
3
4
5

Max. Tongue LoadMax. Trailer Weight

Towing Weight Guidelines
D

riving

295

Total Trailer Weight and Tongue Load Guidelines:

600 lbs (272 kg)
600 lbs (272 kg)
570 lbs (258 kg)
516 lbs (234 kg)

5,000 lbs (2268 kg)
4,750 lbs (2155 kg)
4,750 lbs (2155 kg)
4,500 lbs (2041 kg)

Recommended tongue load should be 5 15% of the total trailer weight for boat trailers, and 10 15% of the total trailer weight for all other
trailers.

The corresponding weight limits assume occupants fill seats from the front of the vehicle to the back, each occupant weighs 150 lbs (70 kg),
and each has 15 lbs (7 kg) of cargo in the cab, pickup bed, or In-Bed Trunk. Any additional weight, including cargo or accessories, reduces
the maximum trailer weight and maximum tongue load. Never exceed the gross axle weight ratings (see page ).294
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To accurately check your loads at
the public scale, the vehicle and
trailer should be fully loaded, and all
occupants should stay in the vehicle
while the attendant watches the
scale.

Check the front gross axle weight.
Limit: 3,105 lbs (1,410 kg)

Check the gross vehicle weight.
Limit: 6,050 lbs (2,745 kg)

Check the weight of the hitched
trailer. Write this number down.

Check the gross combined weight.
Limit: 10,088 lbs (4,575 kg)
Remember, maximum gross
combined weight should be
decreased 2 % for every 1,000 feet
(305 meters) of elevation.

If you cannot weigh the rear axle
directly, you can calculate the rear
gross axle weight by subtracting
the weight in step 1 from the
weight in step 2.
Limit: 2,945 lbs (1,335 kg)

Check the rear gross axle weight.
Limit: 3,252 lbs (1,475 kg)

1.

2.

3.

4.

5.

6.

Checking Loads

Towing a Trailer

296
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Check the weight of the unhitched
trailer. Limit: See page .

Towing generally requires a variety
of supplemental equipment. To
ensure the best quality, we
recommend that you purchase
Honda equipment whenever possible.

Discuss any additional needs with
your trailer sales or rental agency,
and make sure all equipment is
properly installed, maintained, and
also meets state, federal, province,
and local regulations.

Your dealer offers trailer packages
that include a ball mount, hitch plug,
and hitch pin. A wiring harness kit is
also available from your dealer.

Read the trailer manufacturer’s
instructions, and select the
appropriate draw bar for the height
of the trailer you will be towing.

A weight distributing hitch is not
recommended for use with your
vehicle, as an improperly adjusted
weight distributing hitch may reduce
handling, stability, and braking
performance.Calculate the tongue load.

Subtract the weight in step 6 from
the weight in step 7.
Limit: See page .
Recommended: see page .
Range: 5-15% for boat trailers

10-15% for other trailers

7.

8.

293

295
295
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Towing Equipment and
Accessories

Hitch

Weight Distributing Hitch

Towing a Trailer
D

riving
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